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THESE DRAWINGS DO NOT CONTAIN THE NECESSARY
COMPONENTS FOR CONSTRUCTION SAFETY.

LOCATIONS OF ALL UTILITIES SHOWN ARE APPROXIMATE
AND CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN
EXCAVATING AND TRENCHING ON THIS SITE TO AVOID
INTERCEPTING EXISTING PIPING OR CONDUITS. IT SHALL BE
THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
EXISTING UTILITES WHETHER SHOWN HEREON OR NOT AND
TO PROTECT THEM FROM DAMAGE. THE ARCHITECT IS NOT
RESPONSIBLE FOR THE LOCATION OF UNDERGROUND
UTILITIES OR STRUCTURES WHETHER OR NOT SHOWN OR
DETAILED AND INSTALLED BY ANY OTHER CONTRACT. THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ARCHITECT
SHOULD ANY UNIDENTIFIED CONDITIONS BE DISCOVERED.
THE CONTRACTOR SHALL BEAR ALL EXPENSE OF REPAIR OR
REPLACEMENT OF UTILITIES OR OTHER PROPERTY

DAMAGED BY OPERATIONS IN CONJUNCTION WITH THE
PROSECUTION OF THIS WORK.

THESE DOCUMENTS AND THE IDEAS AND DESIGNS
INCORPORATED HEREIN, AS AN INSTRUMENT OF
PROFESSIONAL SERVICE, ARE THE PROPERTY OF JK
ARCHITECTS, AND ARE NOT TO BE USED, IN WHOLE OR
IN PART, FOR ANY OTHER PROJECT WITHOUT THE WRITTEN
AUTHORIZATION OF JK ARCHITECTS.

THE WORK SHOWN ON THESE DRAWINGS AS EXISTING
CONDITIONS WAS PREPARED FROM INFORMATION
FURNISHED BY THE OWNER. WHILE THIS INFORMATION IS
BELIEVED TO BE RELIABLE, JK ARCHITECTS IS NOT
RESPONSIBLE FOR THE ACCURACY OR ADEQUACY OF ANY
WORK SHOWN AS EXISTING NOR IS JK ARCHITECTS
RESPONSIBLE FOR ANY ERRORS OR OMISSIONS WHICH MAY
HAVE BEEN INCORPORATED INTO THESE DRAWINGS AS A
RESULT.

EACH BIDDER SHALL POSSESS AT THE TIME OF BID A CLASS B

OR THE APPROPRIATE CLASS C CONTRACTOR'S LICENSE
PURSUANT TO PUBLIC CONTRACT CODE SECTION 3300 AND
BUSINESS AND PROFESSIONS CODE SECTION 7028.15. THE
SUCCESSFUL BIDDER MUST MAINTAIN THE LICENSE
THROUGHOUT THE DURATION OF THIS CONTRACT.

FIRE SAFETY DURING CONSTRUCTION

. GENERAL:  FIRE SAFETY DURING CONSTRUCTION SHALL

COMPLY WITH [CALIFORNIA FIRE CODE (CFC) CALIFORNIA
CODE OF REGULATIONS (CCR) TITLE 24,] [UBC] PART 9,
ARTICLE 87.

. ACCESS ROADS: FIRE DEPARTMENT ACCESS ROADS SHALL

BE ESTABLISHED AND MAINTAINED IN ACCORDANCE WITH
SECTION 902.

. WATER SUPPLY: WATER MAINS AND HYDRANTS SHALL BE

OPERATIONAL IN ACCORDANCE WITH SECTION 903.

. BUILDING ACCESS: ACCESS TO BUILDINGS FOR THE

PURPOSE OF FIREFIGHTING SHALL BE PROVIDED.
CONSTRUCTION MATERIAL SHALL NOT BLOCK ACCESS TO
BUILDINGS, HYDRANTS OR FIRE APPLIANCES.

. ALTERATIONS OF BUILDINGS: ~ SHALL COMPLY WITH

APPLICABLE PROVISIONS OF SECTIONS 8704 AND 8708.

. DEMOLITION OF BUILDINGS: ~ SHALL COMPLY WITH

SECTION 8706 AND APPLICABLE PROVISIONS OF
SECTIONS 8704 AND 8709.

. FIRE WATCH: MAINTAIN FIRE WATCH WHEN REQUIRED BY

THE BUILDING OFFICIAL AND WHEN EXISTING FIRE
PROTECTION SYSTEMS ARE SHUT DOWN FOR ALTERATIONS.
FIRE WATCH SHALL REMAIN IN EFFECT UNTIL EXISTING FIRE
PROTECTION SYSTEMS ARE RETURNED TO SERVICE OR AS
ALLOWED BY THE BUILDING OFFICIAL.

PENETRATIONS TO FIRE RATED MATERIALS OR ASSEMBLIES
SHALL BE RESTORED TO EQUAL RATING. FIRE STOP
SYSTEMS AS LISTED BY UNDERWRITERS LABORATORIES
SHALL BE INSTALLED PER FIRE RESISTANCE DIRECTORY.
FIRE STOP SYSTEMS SHALL BE AS SPECIFIED.

NONRESIDENTIAL ENERGY STANDARDS COMPLIANCE
STATEMENT (TITLE 24, PART 6):

THE DESIGN INDICATED HEREIN COMPLIES WITH THE
REQUIREMENTS OF THE ENERGY CONSERVATION
STANDARDS OF TITLE 24, PART 6, CALIFORNIA CODE OF
REGULATIONS. THE PROPOSED BUILDING(S) WILL BE IN
COMPLIANCE WITH THE ENERGY CONSERVATION
STANDARDS PROVIDED IT (THEY) IS (ARE) BUILT ACCORDING
TO THESE DRAWINGS AND SPECIFICATIONS AND PROVIDED
ANY FUTURE IMPROVEMENTS ARE COMPLETED ACCORDING
TO THE REQUIREMENTS OF TITLE 24, PART 6, CALIFORNIA
CODE OF REGULATIONS. THESE PLANS AND
SPECIFICATIONS HAVE BEEN PREPARED TO INCLUDE ALL
SIGNIFICANT ENERGY CONSERVATION FEATURES REQUIRED
FOR COMPLIANCE WITH THE STANDARDS. BUILDING AREAS
THAT ARE UNCONDITIONED AND/OR NOT SUBJECT TO THE
STANDARDS ARE INDICATED ON THE PLANS.

ENVELOPE MANDATORY MEASURES:

. INSTALLED INSULATING MATERIALS SHALL HAVE BEEN

CERTIFIED BY THE MANUFACTURER TO COMPLY WITH THE
CALIFORNIA QUALITY STANDARDS FOR INSULATING
MATERIAL.

. ALL INSULATING MATERIALS SHALL BE INSTALLED IN

COMPLIANCE WITH THE FLAME SPREAD RATING AND SMOKE
DENSITY REQUIREMENTS OF CBC

. ALL EXTERIOR JOINTS AND OPENINGS IN THE BUILDING

ENVELOPE THAT ARE POTENTIAL AND OBSERVABLE
SOURCES OF AR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHERSTRIPPED OR OTHERWISE SEALED.

. SITE CONSTRUCTED DOORS, WINDOWS, AND SKYLIGHTS

SHALL BE CAULKED BETWEEN THE UNIT AND THE BUILDING,
AND SHALL BE WEATHERSTRIPPED (EXCEPT FOR UNFRAMED
GLASS DOORS AND FIRE DOORS).

. MANUFACTURED DOORS AND WINDOWS INSTALLED SHALL

HAVE AR INFILTRATION RATES CERTIFIED BY THE
MANUFACTURER IN ACCORDANCE WITH TITLE 24, PART 6,
CALIFORNIA CODE OF REGULATIONS, SECTION 116(a)!.

. MANUFACTURED FENESTRATION PRODUCTS IN THE

ENVELOPE OF THE BUILDING, INCLUDING, BUT NOT LIMITED

TO, WINDOWS, SLIDING GLASS DOORS, FRENCH DOORS,
SKYLIGHTS, CURTAIN WALLS, AND GARDEN WINDOWS MUST

BE LABELED FOR U-VALUE IN ACCORDANCE WITH THE (NFRC)
NATIONAL FENESTRATION RATING COUNCIL'S INTERIM

U-VALUE RATING PROCEDURE.

. DEMISING WALL INSULATION SHALL BE INSTALLED IN ALL

OPAQUE PORTIONS OF FRAMED WALLS (EXCEPT DOORS).

PROOF LOAD TESTS FOR EXPANSION TYPE ANCHOR BOLTS:

. ANCHOR DIAMETER REFERS TO THE THREAD SIZE FOR THE

WEDGE CATEGORY AND TO THE ANCHOR OUTSIDE
DIAMETER FOR THE SLEEVE CATEGORY.

. APPLY PROOF TEST LOADS TO WEDGE & SLEEVE ANCHORS

WITHOUT REMOVING THE NUT IF POSSIBLE. IF NOT, REMOVE
NUT AND INSTALL A THREADED COUPLER TO THE SAME
TIGHTNESS OF THE ORIGINAL NUT USING A TORQUE

WRENCH AND APPLY LOAD.

. FOR SLEEVE INTERNALLY THREADED CATEGORIES, VERIFY

THAT THE ANCHOR IS NOT PREVENTED FROM WITHDRAWING
BY A BASEPLATE OR OTHER FIXTURES. IF RESTRAINT IS
FOUND, LOOSEN AND SHIM OR REMOVE FIXTURE(S) PRIOR
TO TESTING.

. REACTION LOADS FROM TEST FIXTURES MAY BE APPLIED

CLOSE TO THE ANCHOR BEING TESTED, PROVIDED THE
ANCHOR IS NOT RESTRAINED FROM WITHDRAWING BY THE
FIXTURE(S).

. TEST EQUIPMENT IS TO BE CALIBRATED BY AN APPRQOVED

TESTING LABORATORY IN ACCORDANCE WITH STANDARD
RECOGNIZED PROCEDURES.

F. THE FOLLOWING CRITERIA APPLY FOR THE ACCEFTANCE OF
INSTALLED ANCHORS:

1.

HYDRAULIC RAM METHOD: THE ANCHOR SHOULD HAVE NO
OBSERVABLE MOVEMENT AT THE APPLICABLE TEST LOAD.
FOR WEDGE AND SLEEVE TYPE ANCHORS, A PRACTICAL
WAY TO DETERMINE OBSERVABLE MOVEMENT IS THAT THE
WASHER UNDER THE NUT BECOMES LOOSE. DROP IN
ANCHORS ARE ONLY TO BE TESTED WITH THIS METHOD.

. TORQUE WRENCH METHOD: THE APPLICABLE TEST
TORQUE MUST BE REACHED WITHIN THE FOLLOWING LIMITS:

WEDGE OR SLEEVE TYPE: ONE-HALF (1/2) TURN OF THE
NUT. ONE-QUARTER (1/4) TURN OF THE NUT FOR THE
3/8 IN. SLEEVE ANCHOR ONLY.

. TESTING SHOULD OCCUR 24 HOURS MINIMUM AFTER
INSTALLATION OF THE SUBJECT ANCHORS.

. ALL ANCHOR BOLTS OF THE EXPANSION TYPE (LOADED IN
EITHER PULLOUT OR SHEAR) SHALL HAVE 50 PERCENT OF
THE BOLTS (ALTERNATE BOLTS IN ANY GROUP
ARRANGEMENT ALLOWED BY THE TYPE OF SUBSTRATE AND
DIAMETER OF BOLT LISTED BELOW UNDER TEST VALUES
TABLE) PROOF TESTED IN TENSION TO TWICE THE
ALLOWABLE TENSION LOAD. IF THERE ARE ANY FAILURES,
THE IMMEDIATELY ADJACENT BOLTS MUST THEN ALSO BE
TESTED. TESTING SHALL BE PERFORMED IN ACCORDANCE
WITH CBC 2016, SECTION 1901.3.4

ALL BOLTS MUST HAVE ICC-ES APPROVAL.

. ALL ANCHOR BOLTS OF THE EXPANSION TYPE SHALL BE ONE

OF THE FOLLOWING:

1. RAWLPLUG CO., INC. — RAWL BOLT — SLEEVE ANCHOR -

(ICC—ES) ESR-1532

2. ITW RAMSET/REDHEAD - WEDGE ANCHOR — (ICC-ES) ESR 1372

3. HILT, INC. — KWK BOLT Il — WEDGE ANCHOR —
(ICC—ES) ESR 2302

MINIMUM TEST VALUES

ANCHOR

DIA.
(IN)

1/4
3/8
1/2
5/8
3/4

TENSION ~ TORQUE EMBEDMENT  TENSION  TORQUE EMBEDMENT

LOAD (LBS) (FT-LBS) (IN) LOAD (LBS) (FT-LBS) (IN)

NORMALWEIGHT OR LIGHTWEIGHT CONCRETE
WEDGE SLEEVE

1050 8 1-15/16 540 4 1-3/4
1740 25 3 1680 35 2-1/2
2330 95 4-1/8 2410 60 3-1/2
3290 90 5-1/8 2590 100 4

9490 175  6-5/8 2900 120 4-1/2

K. ALL ANCHOR BOLTS OF THE ADHESIVE TYPE SHALL BE ONE
OF THE FOLLOWING:

1.

HILTI, INC. — HILTI HIT-HY100 — ADHESIVE ANCHOR - ICC ESR-3574

MINIMUM TEST VALUES

ANCHOR

DIA.
(N)
3/8

1/2
5/8
3/4

GROUT-FILLED CONCRETE MASONRY

ADHESIVE
TENSION EMBEDMENT
LOAD (LBS)  (IN)
3100 3-1/2
3570 4-1/4
4530 5
7480 6-5/8

10.  POWDER DRIVEN CONCRETE FASTENERS:

A. GENERAL: USE OF POWDER DRIVEN CONCRETE FASTENERS

FOR TENSION LOADS IS LIMITED TO SUPPORT OF MINOR
LOADS LIKE ACOUSTICAL CEILINGS, DUCT WORK, CONDUIT.

ALLOWABLE LOADS: IN GENERAL, LOADS SHOULD BE
LIMITED TO LESS THAN 100 POUNDS. HOWEVER, GREATER
LOADS MAY BE PERMITTED FOR SPECIAL CASES WHEN
APPROVED BY THE CHECKING SUPERVISOR OR FIELD
ENGINEER.

C. TESTING: THE OPERATOR, TOOL, AND FASTENER SHALL BE

12.

14.

PREQUALIFIED BY THE PROJECT INSPECTOR. HE SHALL
OBSERVE THE TESTING OF THE FIRST 10 FASTENER
INSTALLATIONS. A TEST "PULL-OUT" LOAD OF NOT LESS
THAN TWICE THE DESIGN LOAD, OR 200 POUNDS,
WHICHEVER IS GREATER, SHALL BE APPLIED TO THE PIN IN
SUCH A MANNER AS NOT TO RESIST THE SPALLING
TENDENCY OF THE CONCRETE SURROUNDING THE PIN.
THEREAFTER, RANDOM TESTS UNDER THE PROJECT
INSPECTOR'S SUPERVISION SHALL BE MADE OF
APPROXIMATELY 1 IN 10 PINS, EXCEPT THAT WHEN THE
DESIGN LOAD EXCEEDS 100 POUNDS, ONE HALF OF THE PINS
SHALL BE TESTED. SHOULD FAILURE OCCUR ON ANY PIN
TESTED, ALL INSTALLATIONS MUST BE TESTED AND UNFAIR
PINS REPLACED.

ALL POWDER DRIVEN CONCRETE FASTENERS SHALL BE ONE
OF THE FOLLOWING:

1. HILTI, INC.
X=U PINS — WOOD PLATE - ICC ESR-2269
X=P PINS — STEEL TRACK - ICC ESR-2269

ALL WORK SHOWN ON THESE DRAWINGS SHALL COMPLY
WITH THE REQUIREMENTS OF TITLE 24, CALIFORNIA CODE OF

REGULATIONS ( CCR ).

DRINKING WATER SHALL COMPLY WITH ALL LOCAL HEALTH
DEPARTMENT REQUIREMENTS.
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BUILDING OCCUPANCY WATER CLOSETS URINALS LAVATORIES
OCCUPANT LOAD FACTORS ARE ACCORDING TO CBC SECTION
AREA [DENTITY / CODE ANALYSIS (2 EXIT SIGN — REF ELEC BUSINESS OCCUPANCY WALE [FEMALE TWAE WME I FEME 1004, TABLE NO. 1004.1.2
LOBB
F 18] LOBBY = ROOM NAME ® PANIC HARDWARE DEVICE — REF DOOR SCHED ACCESSORY USE AREA EXCLUDED FROM OCCUPANT LOADING
900 E = OCCUPANCY GROUP AND HARDWARE. GROUF WHERE OCCUPANT LOAD SIGN IS REQUIRED THE ROOM SHALL BE
45 e 6 = SPACE USE — REF SPACE USE SCHEDULE POSTED WITH A SIGN NEAR THE MAIN EXIT FROM THE ROOM. REFER
T 150] (E) EXISTING TO SIGNAGE SCHEDULE FOR DETAIL. SPACE USE
900 = FLOOR AREA — SQUARE FEET OCCUPANT LOAD SCHEDULE
45 = OCCUPANT LOAD (CBC TABLE 1004.1.2) XR EXIT SIGNAGE WHERE APPLICABLE. X — EXIT, XR
e = OCCUPANT LOAD SIGN REQUIRED WHEN - — EXIT ROUTE
NOTED — SEC 1004.3 — REF SIGNAGE
ai'ﬂNEDEUXLl? FRL&%ATEEARSBGMN NEAR® THE FE APPROVED FIRE EXTINGUISHER MINIMUM 2A:10B:C
' = RATING, 5'=0" AFF. ALL FIRE EXTINGUISHERS ARE
{50} = OCCUPANT LOAD PLUS ANCILLARY SPACE TO HAVE CURRENT STATE FIRE MARSHALL
WHERE OCCURS CERTIFICATION TAGS OCCUPANT
NO SPACE USE LOAD FACTOR
SF/ OCCUPANT
PATH OF EGRESS — 120 = OCCUPANT LOAD
KB KNOX BOX, 3200 SERIES, 5'~0” AFF, PROVIDE 1| ACCESSORY STORAGE AREAS, MECH. EQUIP. ROOM 300 GROSS
O KEYS WITH IDENTIFICATION TAGS — SEE SITE
PLAN FOR LOCATION 2 | AGRICULTURAL BUILDING 300 GROSS
3 | AIRCRAFT HANGERS 500 GROSS
4 | AIRPORT TERMINAL
4A | BAGGAGE CLAIM 20 GROSS
4B | BAGGAGE HANDLING 300 GROSS
4C | CONCOURSE 100 GROSS
4D | WAITING AREAS 15 GROSS
5 | ASSEMBLY — GAMING FLOORS 11 GROSS
6 | ASSEMBLY WITH FIXED SEATS PER SECTION 1004.7
h @ﬂ 7 | ASSEMBLY WIHTOUT FIXED SEATS
B X 7A | CONCENTRATED (CHAIRS ONLY) 7 NET
7B | STANDING SPACE 5 NET
n n 7C | UNCONCENTRATED (TABLES & CHAIRS) 15 NET
DINING ROOM 8 | BOWLING CENTERS — ALLOW 5 PERSONS FOR EACH LANE 7 NET
(B 7] 1 INCLUDING 15 FEET OF RUNWAY, AND FOR ADDITIONAL
MEDICAL SUPPLPES
235 LAUNDRY ROON (B | 9] AREAS
8 16 B |9
4 J( — 35 192 9 | BUSINESS AREAS 150 GROSS
\ @@)/ ) 1 5 10 | COURTROOMS — OTHER THAN FIXED SEATING AREAS 40 NET
PTxR L Y o 11 | DAY CARE 35 NET
Ajf T 7 i .
A | \“ ] 12 | DORMITORIES 50 GROSS
OO0 @
L —{ oo S PANTRY ROO 15 | EDUCATIONAL
12 - B |9 =
| 91 13A | CLASSROOM AREAS 20 NET
. 1 ——¢—21
2 8— LOUNGE 138 | SHOPS AND OTHER VOCATIONAL ROOM AREAS 50 NET
e :; H 4 B [7¢C
. H ; 312 14 | EXERCISE ROOMS 50 GROSS
1 1 L
IPPRATS RO j{ : 15 | H—5 FABRICATION AND MANUFACTURING AREAS 200 GROSS
S—122 1
2,272 @ H : . . 16 | INDUSTRIAL AREAS 100 GROSS
12 | 1 1
BATHROOM N H E = E 17 | INSTITUTIONAL AREAS
B |9 Y] 1 1 1
73 eV | H OBFF'%E ; ; 17A | INPATIENT TREATMENT AREAS 240 GROSS
1 1
—1 Q ; % ”15 ; ; 17B | OUTPATIENT AREAS 100 GROSS
o ; : PG QURTES
17C | SLEEPING AREAS 120 GROSS
? N\QQ\\ E F====*< 2 » [R=2]|23
- BATHROOM — 1— } ....... 3 Eessssss=sss 4 Y 526 18 | KITCHEN — COMMERCIAL 200 GROSS
5 19 3 ol ., 2
73 . ) ¢ . ; ] 19 | LIBRARY
1 ' '
— an - \F ; A :[[ 19A | READING ROOMS 50 NET
f IXR '
@ ; 19B | STACK AREAS 100 GROSS
IXR :
i _ . : 20 | LOCKER ROOMS 50 GROSS
OFFICE 529014 ' 21 | MERCANTILE
“ RECEPTION (B ]9) '
; 87870 i 37 6 ; 21A | MAIN SALES AREA 60 GROSS
1 1
" 6 — ; 21C | STORAGE, STOCK, SHIPPING AREAS 300 GROSS
X !
X & ; 1 ; ] T 1 22 | PARKING GARAGES 200 GROSS
@v 23 | RESIDENTIAL 200 GROSS
________________ '~ HR RATED WALL 24 | SKATING RINKS, SWIMMING POOLS
TOTAL OCCUPANTS — 72 24A | SKATING RINK AND POOL 50 GROSS
24B | DECKS 15 GROSS
25 | STAGES AND PLATFORMS 15 NET
26 | WAREHOUSES 500 GROSS
TOTAL BUILDING OCCUPANT LOAD: 72 OCCUPANTS

OCCUPANCY/EXITING FLOOR PLAN

3/16" = 1'-0" 1

DRAWING NUMBER:

CR1
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WHITE TRAFFIC PAINTED
SYMBOL AND BORDER

BLUE TRAFFIC PAINTED
BACKGROUND

NOTES:

1. ALL STROKES TO BE 2" WIDE
2. PROVIDE TWO (2) COATS OF
TRAFFIC PAINT BLUE

3. LOCATE SYMBOL AT CENTER
OF STALL WHERE SHOWN ON THE
SITE PLAN

FILE/CSI NUMBER: 4A12 REVISION DATE: 07/10/03 JOB NUMBER: 0420800

(3) = 1/8" 8 X 3/4” SHEET
METAL SCREWS
16 GA. GALV. REFLECTORIZEDK\
)

WHITE—(INCLUDING FASTENERS =

PAINTED, W/ 1" RAD. CORNERS.
MINIMUM SIZE: 70 SQ. IN.

i
B

1’—6"

6" MIN INTERNATIONAL SYMBOLJ

™

OF ACCESSIBILITY AND GRAPHICS 22

u.:li,.

AN

Al
N, 54 FnE I Ll

ANCHOR SIGN
TO WALL \

"VAN ACCESSIBLE” SIGN SEE
SITE PLAN FOR LOCATION

N "MIN $250 FINE” SIGN SEE
W SITE PLAN FOR LOCATION
=<t- NN. §250 FINE /
[ 2" DIA. GALV. STEEL STD.
PIPE POST

5-0" TO F.F.

N CONCRETE SIDEWALK
F.G. !

"y -

'=0" DIA. = L h
CONCRETE FOOTING

:
o ||

N j‘

[
1

| T 11« [l
4 =1

< —t)
g —
==

< ==

NOTE: . *f\ﬂﬁ\:_ e
|

SIGN SHALL BE CENTERED AT THE —
INTERIOR END OF THE PARKING SPACE.

FILE/CSI NUMBER: 8A12 REVISION DATE: 07/10/03 JOB NUMBER:

0420800

181_ )n

M/@//PARM@
8,— O"

ACCESSIBLE PARKING SIGNAGE

4" WIDE PAINTED PARKING
LOADING STRIPING @ 36" O.C.

4" WIDE_PAINTED PARKING
STALL STRIPING

BLUE BORDER at PERIMETER
OF LOADING AISLE

ACCESSIBILITY SYMBOL
12" HIGH WHITE LETTERS

J OHN KRISTEDJA

ARCHITECTURE m PLANNING

6288 BUTTERFIELD WAY
PLACERVILLE, CA 95667

(916) 933-7633 T
(916) 933-7650 F

5| INIL SYMBOL Or ACCESSIBUTY 5/ - oo

ACCESOIBLE PARKING OIGN 1 - o

ENLARGED PARKING PLAN

ARCHITECT'S STAMP

NOTE:

REMOVE EXIST. AC PAVING and RE—GRADE. REPLACE W/ 6" THK.
CONCRETE PAVING W/ MAX. SLOPE OF 2% IN ALL DIRECTIONS
at ACCESSIBLE PARKING SPACE and LOADING AISLE — PROVIDE
EVEN TRANSITION TO (E) AC PAVING

FIRE STATION 17
6430 PONY EXPRESS TRAIL

1
!
& g
.
:0

I sT05

PONY EXPRESS TRAIL

HLYON

dah
N

ST01
ST02

ST03

ST04

ST0S

ST06

ST07

ST08

ST09

ST10

ST

ST12

SITE PLAN KEYNOTES

EXISTING A/C PAVED DRIVE AISLE
NEW PARKING STALL STRIPING — TYP. U.N.O.
NEW CONC. ACCESSIBLE PARKING STALL AND LOADING

NEW 6" WIDE CONC. CURB at BOTH SIDES OF NEW
SIDEWALK

EXISTING LANDSCAPED AREA
ACCESSIBLE PATH OF TRAVEL TO BUILDING ENTRANCE

NEW CONCRETE SIDEWALK — MAX SLOPE 4% and 2%
MAX. CROSS SLOPE

EXISTING DRIVEWAY
NEW CONCRETE WHEELSTOP

EXISTING UNAUTHORIZED PARKING —
TOW AWAY SIGNAGE at ENTRY DRIVE

EXISTING CONC. FILLED BOLLARDS TO BE REMOVED
EDGE OF NEW PAVING

GENERAL PATH OF TRAVEL NOTES

ACCESSIBLE PATH OF TRAVEL AS INDICATED IS A BARRIER
FREE ACCESS WITHOUT ANY ABRUBT VERTICAL CHANGES
EXCEEDING 1/4" AT 1:2 MAX SLOPE, EXCEPT THAT LEVEL

CHANGE DOES NOT EXCEED 1/2" VERTICAL.

MAX. CROSS

SLOPE IS 2% AND MAXIMUM SLOPE IN DIRECTION OF
TRAVEL IS 5%

CONTRACTOR TO VERIFY THAT ALL BARRIERS IN PATH OF
TRAVEL HAVE BEEN REMOVED PER 2019 CBC SECTION 11B-206

ACCESSIBLE PATH OF TRAVEL STRIPING SHALL BE 4" WIDE
WHITE PARKING STRIPING SPACED AT 3" O.C.

CONSULTANT

PROJECT NAME

COUNTY
FIRE STATION NO. 17
REMODEL
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A
\‘

D3

D1

DEMOLITION KEYNOTES

D10| D6 J D10| D6 J

D10

D6

D3

[ N d
/ D1 PORTION OF (E) WALL TO BE REMOVED FOR NEW OPENING
D3
D2 D2 D2 EXIST. INTERIOR WALL TO BE REMOVED
D3 EXIST. DOOR / FRAMES TO BE REMOVED

EXIST. CASEWORK TO BE REMOVED

a

D11

g T
- ¢ D6
}_
p4 | | 08 | ] D11
o110
}f ””” O O
D4
SQ D7 ¢
4] —

D6

,,,,,,,

D7

D2

D2

D5

D2

D6

D7

D3

D5

D7

D7

D2

D2

D3 ? D3

¢ D6

D2

D3

DS EXIST. LAVATORY COUNTER TO BE REMOVED

D6 EXIST. FLOORING TO BE REMOVED

D/ EXIST. PLUMBING FIXTURE TO BE REMOVED

D8 EXIST. EQUIPMENT TO BE REMOVED

D9 EXIST. WINDOW TO BE REMOVED

D1 EXIST. FLOOR TO BE REMOVED ENTIRELY FOR PLACEMENT

OF NEW CONCRETE FLOOR SLAB

D11 EXIST. SOFFIT FRAMING TO BE REMOVED / RECONFIGURED
FOR NEW SOFFIT

EXIST. PLANTER TO BE REMOVED

D3

D3

D2

D4

D3¢

D6

D3

D3/

D12

!

B

D6 ? o ?

D2

M |

D2

D6

D2

=
=N
=
—
B

=l

D9 D9

D9

J OHN KRISTEDJA

ARCHITECTURE m PLANNING

6288 BUTTERFIELD WAY
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RS
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CONSULTANT

PROJECT NAME

COUNTY
FIRE STATION NO.
REMODEL

17

PROJECT ADDRESS

6430 PONY EXPRESS TRAIL
POLLOCK PINES, CA 95726

DRAWING NAME

DEMOLITION
PLAN

SUBMITTAL DATE

DEMOLITION PLAN

e
(@)

DATE REVISION

1/4" = 1'-0"

DEMOLITION GENERAL NOTES

INING HAZARDO
LICA

NOTIFY AFFECTED UTILITY COMPANIES BEFORE STARTING
WORK and COMPLY WITH THEIR REQUIREMENTS

DEMOLISH EXISTING WORK IN AN ORDERLY AND CAREFUL MANNER AS REQ'D

TO ACCOMMODATE NEW WORK, PREVENT MOVEMENT OR SETTLEMENT OF STRUCT.

PROVIDE BRACING AND / OR SHORING AS REQUIRED TO MAINTAIN SAFETY
COORDINATE ALL DEMOLITION WORK WITH OWNER AS NECESSARY

GENERAL CONTRACTOR TO NOTIFY OWNER REPRESENTATIVE AND ARCHITECT OF

ANY DISCREPANCIES OR IRREGULARITIES DISCOVERED DURING CONSTRUCTION

8. GENERAL CONTRACTOR TO COORDINATE WITH OWNER SCHEDULE AND TIMING
OF DEMOLITION WORK. CONTRACTOR TO PROVIDE AND INSTALL ALL TEMPORARY
MEANS OF EGRESS, TEMPORARY LIGHTING AND SAFETY DEVICES IN ACCORDANCE

WITH STATE AND LOCAL CODES

9. CONTRACTOR IS RESPONSIBLE FOR PATCHING AND REPAIRING (E% FLOOR SLAB
AND WALLS AFTER COMPLETION OF DEMOLITION AND PRIOR TO TH

COMMENCEMENT OF NEW CONSTRUCTION

E

10.  CONTRACTOR IS TO PATCH, REPAIR AND LEVEL ’gE) FLOOR SLAB TO RECEIVE NEW
WORK AND INFORM OWNER'S REPRESENTATIVE O

—_
—_

OF EXISTING WALLS AND CEILINGS

ANY IRREGULARITIES
CONTRACTOR IS RESPONSIBLE FOR MAINTAINING THE FIRE RATING AND INTEGRITY

12.  ALL FIREPROOFING AT STRUCTURAL ELEMENTS SHALL REMAIN U.N.O. ANY

FIREPROOFING REMOVED AND/OR DAMAGED DURING THE COURSE OF DEMOLITION

AND SUBSEQUENT CONSTRUCTION SHALL BE REPLACED WITH THE SAME MATERIALS

AND RATING AS THAT WHICH WAS REMOVED AT THE CONTRACTOR'S EXPENSE

14.

CONTRACTOR SHALL REMOVE ALL (E) FLOOR COVERING AND/OR

FINISHES, UNDERLAYMENT, GLUE AND ANY OTHER ADHESIVE AND SHALL PREPARE
THE FLOOR SLAB FOR THE NEW FLOOR FINISHES OR COVERINGS AS SPECIFIED
BY THE MANUFACTURER

CONTRACTOR SHALL COORDINATE ALL MECHANICAL, ELECTRICAL AND
PLUMBING DEMOLITION WORK WITH PLANS PRIOR TO THE COMMENCEMENT OF
ANY WORK AND COORDINATE HIS WORK WITH THE GENERAL CONTRACTOR AND
OTHER SUB—CONTRACTORS AS NECESSARY

ALL MECHANICAL, ELECTRICAL AND PLUMBING FIXTURES, EQUIPMENT AND/OR
DEVICES SCHEDULED TO BE REMOVED SHALL BE DISCONNECTED AT THE SOURCE
UNLESS NOTED OR DIRECTED OTHERWISE. COORDINATE ALL WORK WITH MECHANICAL
ELECTRICAL AND PLUMBING PLANS

16.

17.

18.

20.

ALL (ER‘ DUCTWORK ARE TO BE REMOVED BACK TO THE PLENUM U.N.O. ON THE
MECHANICAL PLANS. ALL ABANDONED HVAC EQUIPMENT AND DUCTWORK SHALL BE
REMOVED

CONTRACTOR TO COORDINATE THE REMOVAL, DISCONNECTION AND/OR CAPPING OF
ANY UTILITIES WITH OWNER AS NECESSARY. ALL UNDER-SLAB UTILITY LINES TO
BE CUT, CAPPED AND SEALED PER STATE AND LOCAL CODES

ELECTRICAL CONTRACTOR SHALL DISCONNECT AND REMOVE ALL (E) ELECTRICAL AND
TELEPHONE OUTLETS AND ALL ASSOCIATED WIRES IN WALLS SCHEDULED TO BE
REMOVED AND TERMINATED AT THE LAST OUTLET THAT REMAINS IN SERVICE

ALL EMPTY OR ABANDONED CONDUIT AND JUNCTION BOXES TO BE REMOVED BACK
TO ITS SOURCE

REMOVAL AND CAPPING OF PLUMBING FIXTURES TO BE COORDINATED PER PLAN
AND WITH GENERAL CONTRACTOR TO MAINTAIN REQUIRED MINIMUM USAGE DURING
CONSTRUCTION (WHEN APPLICABLE)

> DD DB D

DRAWN BY: JK CHECKED BY: JK

scaLE: NOTED
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KEYNOTES

EXIST. SIDEWALK
TACTILE "EXIT ROUTE” SIGNAGE

TACTILE "EXIT" SIGNAGE

ACCESSIBLE BUILDING ENTRANCE SIGNAGE
NEW 42" HIGH PONY WALL W/ WD. CAP
PLAST. LAM. COUNTER @ +34”

(E) ELECTRICAL PANELS

PLAST. LAM. CASEWORK

PLUMBING FIXTURE PER PLUMBING DWGS.
NEW PRE-FAB SHOWER W/TEMP. GLASS DOOR
60°X60” CLEAR LEVEL LANDING at DOOR
48"X48" CLEAR LEVEL LANDING at DOOR

(E) PLANTER

OUTLINE OF EQUIPMENT

LINE OF NEW OVERHEAD SOFFIT / CEILING ABOVE -
REMOVE EXISTING SOFFIT

2X4 WD. STUD PARTITION WALL @ 7'-0" HIGH
ELECTRIC OVEN W/GAS OR PROPANE COOKTOP
(E) STRUCTURAL STEEL FOR METAL BUILDING

INFILL FLOOR W/ 2" PEA GRAVEL MIX TO LEVEL FLOOR

NOT USED

KEY SYMBOL

@ \ |

DESCRIPTION

NEW INTERIOR PARTITION: WOOD STUD FRAMING PER
PLANS TO UNDERSIDE OF (E)

CEILING

2x DBL. TOP PLATE

(E) ROOF STRUCTURE

NEW SUSP. ACOUST CEILING PER

PER

PLAN

REFLECTED CEILING PLAN

NEW 2x WD. STUD PARTITION

J OHN KRISTEDIJA

ARCHITECTURE B PLANNING

6288 BUTTERFIELD WAY
PLACERVILLE, CA 95667

(916) 933-7633 T
(916) 933-7650 F

ARCH
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oWy,
55 “ A ﬁ ','I

|||,

021]  SINGLE TIER LOCKERS — SALSBURY 18-21000 SERIES 18"x24" PER PLAN B b
SINGLE TIER LOCKERS (15 TOTAL) W/ FLAT TOP — ;ﬁj. s
ANCHOR TO WALL AS REQUIRED 2 N
BATHROOM VANITY W/ PLAST. LAM. COUNTERTOP ”o,,,w/,:/\ S
| l : f ,""1":. OF U\\iis“":
e | 1  NEW WD. STUD WALL FRAMING NEW GYP. BD. FINISH —. M
| | C———  EXISTING WD. STUD WALL FRAMING %Oﬂl-l—l-?ll?PElgAT_ED(TVYVKEL)X
i i 1-HR RATED WALL CONSTRUCTION TO UNDERSIDE OF (E)
i i 777771  EXSTING CMU WALL STRUCTURE CONSULTANT
| |
| |
i i 11/64” SHOT PINS @ 32"
0.C. (3" LONG) W/ 3/8
| | | |,-|EAD§ AND WASH RS"/BY
i i = h » B el
! 2 N ) A |
‘ ‘ \ \ \
i i } H } [ } 2x P.T.D.F SILL
‘ ‘ I W | S | R
| | f f f T 008 | (E) CONC. SLAB
1 1 S DINING RM. ot4]  Jo1a]  Jor4 oog]  [oos] [oog] MEDICAL 019 | \
i i L OrC OrC OrC SUPPLIES £ |
i i T 109 o LAUNDRY 13 008 } PROJECT NAME
| | { ROOM | WD. STUD INTERIOR PARTITION
e - 06" 015 myroy0 e . COUNTY
! FIRE STATION NO. 17
— g ﬁ y i i REMODEL
| } % | WALL SECTION 14" = 10
017 =0 |
PANTRY
| — o | cFOl OOl - PROJECT ADDRESS
= T | o14] o014 ~
s 018 ; KITCHEN ¢ ‘ L 008 = X KEY SYMBOL DESCRIPTION 6430 PONY EXPRESS TRAIL
i ‘ 108 | 0 LOUNGE NEW INTERIOR PARTITION: WOOD STUD FRAMING PER POLLOCK PINES, CA 95726
= oog | = R e T 1 @ ‘ ' PLANS TO UNDERSIDE OF (E) CEILING
° ‘ ‘ (U | N |
N e T e 112
’ ” ’ 2] 2
\ =5 . 3-8 { .E 071 DRAWING NAME
008 ~| 4._ﬁﬁ s ;'KV <'> BUNK i 3
LT \ \ ROOM
AN 4 ol il e & <\> FLOOR PLAN
- | |
Lﬁ j:rV 3-6" | 9'-6" i s f© 2x DBL. TOP PLATE
2 e L S
APPARATUS 010 - i N ] ? : ' F » i' (E) ROOF STRUCTURE ;
ROOM < 1] i 6 010) | oz : |
115 /( 1 : J__,___—_____ PER SUBMITTAL DATE
: - HALLWAY | 11 06 il 7 : ] 016 I i o
< BATHRQO 3'-0" i : ! = — -
= R 18 | - g
107 - }V OFFICE 1 i i NEW GYP. BD. CEILING QOVER ;:
O H & [ = 258 GeEl e S
022 - I 105 ! A !
) i 10 i N U NEW SUSP. ACOUST CEILING PER
j{( 14 i | EQ L EQ REFLECTED CEILING PLAN
11
022 - HIRE : ?
H . -
I‘ 018 /K """"" I-l' """""""" 4 7’_01’
SATRGN L NEW 2x WD. STUD PARTHTION
018 . oA WEIGHT ! W 007 NO | DATE REVISION
(S s o0 ROOM ! NS I
- \ 103 | : /\
= = ] : 016 ol ¥
i i i T~
L . o . 010 - T <E> i BUNK Lrlv NEW GYP. BD. FINISH — A
| | | | g | R00M | BOTH SIDES A
3 3 3 3 : O A
\ \ \ \ ul| 1
| | | | 1
i i | | : T 11/64” SHOT PINS @ 32"
i i 3 3 i ® | i AR o
| | | T 006 10 i 016 . 14 o 'RAMSET’ — PLACE 4" MAX. A
| | | g RECEPTION I 5 | FROM ENDS OF PIECE
\ \ \ T~ ! N ™~ .
i i i i i o o PTOF SILL DRAWN BY: JK CHECKED BY: JK
: : : : l 003 : i
: : | | " i (E) CONC. SLAB ;; oaTe: 07/28/2020 | scae: NOTED
i i i i N — h 1 ) ] k 1 }
| | | | @ K () () Q) PROJECT NUMBER: 202103
| | | | i
\ \ \ \ | .
3 3 3 3 ; o WD. STUD INTERIOR PARTITION ORANING NMEER
T i T i I . L
ol =
A2.2
REMODEL FLOOR PLAN va=1-0 | 1 WALL SECTION 1/4" = 10"
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KEYNOTES

ElE=E= B EREE]

EXIST. SHT. MTL FLASHING TO BE REPAINTED
EXISTING WD. FASCIA — REPAIR AS NEEDED
EXISTING ROOF CORBELS

1X4 HARDIE TRIM — WRAP AROUND CORNER
1X4 HARDIE WINDOW SURROUND

HARDIEPLANK CEMENTITIOUS HORIZONTAL BOARDS

CULTURED STONE COUNTRY LEDGESTONE VENEER
OVER MORTAR BED

PRE—CAST STONE VENEER CAP
WINDOW PER SCHEDULE
DOOR PER SCHEDULE

EXISTING METAL PANEL SIDING — REPAIR OR REPLACE
ANY DAMAGED SECTIONS — REPAINT IN ITS ENTIRETY

J OHN KRISTEDIJA

ARCHITECTURE B PLANNING

6288 BUTTERFIELD WAY
PLACERVILLE, CA 95667

(916) 933-7633 T
(916) 933-7650 F

KEYNOTES

EXISTING T-111 WALL SIDING

=

!

REPAIR/REPLACE ANY DAMAGED
FASCIA BOARD

EXISTING WINDOW/TRIM TO
BE REMOVED - TYP.

FURR WALL OUT TO HIGHEST

SURFACE AS REQUIRED TO
PROVIDE AN EVEN SUBSTRATE

FOR PLACEMENT OF THE NEW
FINISH MATERIAL —_ PROVIDE
1/2" PLYWD. SHEATHING AND
ATERPROOF MEMBRANE TO
RECEIVE NEW CLADDING

EXISTING / DEMO ELEVATIONS

PAINT COLOR TBD ONCE SAMPLE IS OBTAINED

FOR "CULTURED STONE COUNTRY LEDGESTONE
VENEER

ALL FLASHING, TRIM. EXTERIOR DOOR FRAMES,
GUTTERS AND DOWNSPOUTS TO BE PAINTED
SHERWIN WILLIAMS SW7645 THUNDER GREY

~————EXISTING DOOR/FRAME TO BE REMOVED
EXISTING PLANTER TO BE REMOVED

(E) CONC. FILLED PIPE BOLLARDS
10 BE REMOVED — TYP. OF 8

;E ﬁ%‘

7, 2’—6” ’L

NEW ELEVATIONS

NEW FRONT ENTRY DOOR TO BE PAINTED TO
MATCH EXISTING APPARATUS BAY ROLL-UP
DOORS

10

ARCHITECT'S STAMP
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GENERAL REFLECTED CEILING PLAN NOTES CEILING. LEGEND KEYNOTES TouN KRISTED I A
A) ALL CEILING HEIGHTS INDICATED ON PLANS ARE FROM TOP OF FINISH FLOOR E) SEE MECHANICAL DRAWINGS FOR DIFFUSER LOCATIONS. ARCHITECTURAL @ NEW HVAC DIFFUSER PER MECH. DRAWINGS — TYP.
TO UNDERSIDE OF FINISH CEILING U.N.O. DRAWINGS DETERMINE LUMINARIE LOCATION AND OTHER ARCHITECTURAL ITEMS NEW 2X4 SUSPENDED
AND SUPERCEDE ALL OTHER CEILING APPURTENANCES. QE\QVU%['ECS CEILING GRIDS W/ @ NEW LIGHT FIXTURES PER ELECT. DRAWINGS — TYP.
B) PROVIDE ADEQUATE CLEARANCES FOR DUCTS AND RELATED APPURTENANT
ITEMS NECESSARY TO MAINTAIN THE SPECIFIED CEILING HEIGHT ABOVE THE F) PREP AND PAINT EXPOSED CEILING, DECK, DUCTS, @ EXTEND EXISTING SOFFIT
FINISH FLOOR FOR LIGHT FIXTURES. PIPING, ETC., (PER MANUFACTURES SPECIFICATIONS) NEW GYP. BD. CEILING
A R C H | T E C T
C) SEE ELECTRICAL DRAWINGS FOR FIXTURE MODEL NUMBER AND QUANTITIES. G) IT IS THE CONTRACTORS RESPONSIBILITY TO AIM SPOT LIGHTS PER OWNERS ————————————
DIRECTION. (APPROXIMATE HEIGHT FOR HOT SPOT AT 727) EXISTING GYP. BD. CEILING ARCHITECTURE m PLANNING
iI)R gSSgRE/RHEATTJgENR DT\FNF%SSE’;FSET(I\SW'FfEEQE%FEDL)'GHT FIXTURES, SPEAKERS AND H) ALL ELEMENTS SUSPENDED FROM THE DECK THAT OVERHANGS A 6288 BUTTERFIELD WAY
PEDESTRIANS WAY SHALL BE A MINIMUM OF 80" ABOVE THE WALKING SURFACE ELECT. FIXTURES PER PLACERVILLE, CA 95667
AS MEASURED FROM THE BOTTOM OF THE OBSTRUCTION PER 2016 C.B.C. ELECT. PLAN
SECTION 11B-307.4 (916) 933-7633 T
‘ (916) 933-7650 F
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ARCHITECTURE m PLANNING

6288 BUTTERFIELD WAY
PLACERVILLE, CA 95667

(916) 933-7633 T
(916) 933-7650 F

ARCHITECT'S STAMP

ST .
N

D Apr

CONSULTANT

PROJECT NAME

COUNTY

FIRE STATION NO. 17

REMODEL

CASEWORK SCHEDULE MISC & MEP FIXTURE SCHEDULE
ROOM CASEWORK & LOCATION REMARKS ROOM FIXTURE & LOCATION REMARKS
NO NAME NORTH EAST SOUTH WEST NO NAME NORTH EAST SOUTH WEST CEILING
101 RECEPTION P-LAM CTR, BK SURFACE OF COUNTER TO BE 34" AFF 101 RECEPTION
102 OFFICE 2 102 OFFICE 2
103 WEIGHT ROOM LKS (X7) 103 WEIGHT ROOM
104 BUNK ROOM 104 BUNK ROOM
105 OFFICE 1 LKS (X3) 105 OFFICE 1
VAN WITH QTZ MIR, SK1,
CTR, BK, SK1, FAU1,
106 BATHROOM HDWR1, FAU1 BR HDWR, TOW, BR
VAN WITH QTZ 106 BATHROOM TOI, SHO LGT1 HDWR BR HDWR EXHF
CTR, BK, SK1, MIR, SK1,
107 BATHROOM HDWR1, FAU1 FAU1,
UPCAB, UPCAB, TOW, BR BR HDWR,
LRCAB, QTZ LRCAB, QTZ 107 BATHROOM HDWR LGT1 TOI, SHO BR HDWR EXHF
CTR, BK, CTR, BK, SK2, FAUZ2,
108 KITCHEN HDWR2 HDWR2 AIR, GAR,
109 DINING ROOM 108 KITCHEN DISH, FRIG |[RNG, EXHH |MIC
UPCAB, 109 DINING ROOM
LRCAB, P-LAM 110 PANTRY FRIG (X2)
CTR, BK, 111 LAUNDRY ROOM MOP, WH
110 PANTRY HDWR2 112 LOUNGE
LRCAB, P-LAM 113 MEDICAL SUPPLIES
CTR, BK, 114 HALLWAY |
111 LAUNDRY ROOM HDWR2 115 APPARATUS ROOM
112 LOUNGE LKS (X5) ABBREVIATION [MEANING SPECS
UPCAB, AR AR GAP CAP AR GAP CAP. DANCO 1.75 O.D.. BRUSHED NICKEL
LRCAB, P-LAM |UPCAB, LRCAB, MOEN, EVA, 4 PIECE BATH HARDWA RE SET WITH 24" TOWEL BAR, PAPER HOLDER, TOWEL RING, AND ROBE HOOK, MODEL #EvaBNEPC24; MOUNT
CTR. BK, P-LAM CTR, BK, THE TOWEL BAR ON THE EAST WALL, BETWEEN THE SINK & THE SHOWER: MOUNT THE PAPER HOLDER ON THE WEST WALL, AS APPROPRIATE
113 MEDICAL SUPPLIES HDWR2 HDWR2 FOR EASE OF USE: MOUNT THE ROBE HOOK ON THE SAME WALL AS THE SINK, BEHIND THE DOOR; DO NOT MOUNT THE TOWEL RING, TURN IT
) CALLVVAY BR HDWR BATHROOM HARDWAR|OVER TO THE OWNER FOR FUTURE USE
115 APPARATUS ROOW GE. 24" BUILT-IN STAINLESS STEEL ADA TOP CONTROL TALL TUB DISHWA SHER WITH STAINLESS STEEL TUB AND 51 dBA, MODEL
DISH DISHWASHER #GDT226SSLSS; DISHWASHER ACCESSORIES PER MANUFA CTURER'S SPECIFICATIONS FOR A FULLY FUNCTIONING DISHWASHER.
ABBREVIATION |VMEANING SPECS
EXHF EXHAUST FAN SEE ELECTRICAL SPEC FOR MORE INFORMATION.
BK BACKSPASH 6" BACKSPLASH IN SAME MATERIAL AS COUNTERTOP
T SATHROOM FAUCET S PLUVBING FOCTURE SCHEDULE FOR A DDTIONAL INFORVATION COSMO, 30" DUCTED UNDER CABINET RANGE HOOD IN STAINLESS STEEL WITH PUSH BUTTON CONTROLS, LED LIGHTING AND PERMANENT
v A OAREGROLP T EENOTES BELOW EXHH EXHAUST HOOD FILTERS, MODEL #COS-QB75
FAUT BATHROOM FAUCET | PFISTER, LADERA 8" WIDESPREA D 2-HANDLE BA THROOM FAUCET IN SPOT DEFENCE NICKEL, BRUSHED NICKEL
HDWR2 HARDWARE GROUP 2 SEE NOTES BELOW
FAL2 KITCHEN FAUCET KOHLER, SIMPLICE SINGLE-HOLE KITCHEN SINK FAUCET, MODEL #K-596-VS, VIBRANT STAINLESS
ks LOCKERS SALSBURY 18" WIDE SINGLE TIER DESIGNER WOOD LOCKER, 6 FEET HIGH, 24 INCHES DEEP, FLAT TOP, MODEL #18-21364GRY & #18-21164GRY, GRAY; WITH OPTIONA L SIDE
PANEL. MODEL # 22237GRY GE 21 CU. FT BOTTOM FREEZER REFRIGERATOR IN FINGERPRINT RESISTANT STAINLESS STEEL, STANDARD DEPTH, ENERGY STAR MODEL
LRCAB LOWER CABINET PLASTIC LAMINATE LOWER CABINETS, ELEVATIONAS SHOVWN ON PLANS: WILSONART TRACELESS, SILVER VELVET 15503-31, TRACELESS FINISH FRIG REFRIGERATOR #GBE21DYKFS, NO ICEMAKER
RLAMCTR P-LAM COUNTERTOP PLASTIC LAMINATE COUNTERTOP, SIZED PER PLANS; WILSONART STANDARD LAMINATE, PEARL SOAPSTONE 4886-38, FINE VELVET FINISH BADGER 900 LIFT & LATCH FOWER SERIES 3/4 HP CONTINUOUS FEED GARBAGE DISPOSAL WITH FOWER CORD KIT, MODEL #8A DGER S00L8L
GAR GARBAGE DISPOSAL |W/CRD-00; DISPOSAL ACCESSORIES PER MANUFA CTURER'S SPECIFICATIONS FOR A FULLY FUNCTIONING DISPOSAL.
SK1 VANITY SINK SEE PLUMBING FIXTURE SCHEDULE FOR ADDITIONAL INFORMATION.
HALYN 4.5" 1-LIGHT BRUSHED NICKEL INDOOR WALL SCONCE WITH CLEAR GLASS, MODEL #1018HDCBNDI, BRUSHED NICKEL; MOUNT OVER THE
UPCAB UPPER CABINET PLASTIC LAMINATE UPPER CABINETS WITH CROWN MOLDING, ELEVATION AS SHOWN ON PLANS: WILSONART TRACELESS, SILVER VELVET 15503-31, TRACELESS FINISH e VANTY LIGHT VANTY. OLOSE 10 THE MRROR
QIZ CTR SOLID SURFACE QUARTZ |WILSONART, QUARTZ, HALDI GREY Q4032 :
COUNTERTOR MIC MICROWAVE FRIGDAIRE, 2.2 CU. FT. BULLT-IN MICROWAVE IN STAINLESS STEEL, MODEL #FGMO226NUF
VAN P-LAM BATH VANITY PLASTIC LAMINATE BATHROOM VANITY; 36" WX 22" D X 34" TALL, LEFT SIDE. 1 DRAWER ABOVE 2 DOOR CABINET WITH ONE ADJUSTABLE SHELF, RIGHT SIDE 3 DRAWERS, MR MIRROR OVER VANTY MRROR: GLACIER BAY 24"X30", FRAMELESS, RECTANGULAR, BEVELED EDGE, BATHROOM VANITY MRROR IN SILVER, MODEL #3
WILSONART TRACELESS, SILVER VELVET 15503-31, TRACELESS FINISH 81173
op VOP SINK FIAT PRODUCTS, 24"X24" MOLDED STONE MOP SINKKIT, WHITE. FLOORSTONE: INCLUDES THE FOLLOWING FIXTURE KIT IN CHROME OR STANLESS
HARDWARE GROUP 1 (RESTROOM VANTIES): STEEI_:” FAUCET MODEL #830AA, HOSE AND BRACKET MODEL #832AA, MOP HANGER BRACKET MODEL #889CC, 3' QUICK DRAIN CONNECTOR
R L o 0 £ AT AL 4T, K s AT T A T D T .
DRAWER GLID.ES: ACCURIDE 33832, 100 LB CAPACITY, FL‘{LL EXTEND, POSITIVES.TOP, UNHANDED, SIDE MOUNT, 10" TO 28" LENGTH; ZINC FINISH; TWO PER DRAWER NCLUDED), MODEL #8p6-WS2L RSGS, BRUSHED NOKEL: ALSO NEW: ALL APPLICABLE FIPE, FITTINGS, ETC. FORA FULLY FUNGTIONING SHOWER
DOOR HINGES: STA N"EY’_1592 BUTTONTIP, STEEL, 2-3/4", SAT'_N CHROME (26D); TWO PER DOOR o SHO SHOWER NOTE: ONLY INSTALL THE SHOWER FAUCET ASSEMBLY, NOT THE BATH FA UCET ASSEMBLY; TURN OVER THE BATH FAUCET ASSEMBLY TO THE
SHELF SUPPORT SYSTEM: PLASTER STANDARDS & SUPPORTS: KNAPE & VOGT 255 L (STANDARDS) AND KNAPE & VOGT 256 (SUPPORTS): AL; FOR ONE SHELF PER VANITY OWNER FOR FUTURE USE
DOOR CATCH: BRCO #591 MAGNETIC CATCH; ONE PER DOOR SHOWER ENCLOSURE: 36"X36" SINGLE THRESHOLD SHOWER BASE W/CENTER DRAIN BASE AND BACK AND SIDE WALLS. COLOR - WHITE GLASS
DOOR: 32"X72" FRAMED PIVOT FROSTED GLASS W/ BRUSHED NICKEL.
HARDWARE GROUP 2 (ALL OTHER CABINETS) ROALCER VERTICY L RECTANGLE UNDERMOUNT BA THROOMSINK. K-2882; VITREOUS CHINA . WHITE, MINIVOM SIZE T5"XT9™; SINK DRAIN ASSEVBLY |
DRAWER & DOOR PULLS: LIBERTY 3" CENTER-TO-CENTER, HALF-ROUND FOOT DRAWER PULL; SATIN NICKEL; ONE PER DRAWER OR DOOR, SEE ELEVATION FOR MORE EXACT COUNT SK1 VANITY SINK PER MANUFACTURER'S SUGGESTEL/REQUIRED ITEMS FOR A FULLY FUNCTIONAL SINK '
DRAWER GLIDES: ACCURIDE 33832, 100 LB CAPACITY, FULL EXTEND, POSITIVE STOP, UNHANDED, SIDE MOUNT, 10" TO 28" LENGTH: ZINC FINISH; TWO PER DRAWER, NUMBER OF DRAWERS PER ELEVATION Ko KITCHEN SINK %j&%ﬁgﬁg@?ﬁgiéﬁ'N"ESS STEEL KITCHEN SINK; SINK DRAIN ASSEMBLY PER MANUFACTURER'S SUGGESTEL/REQUIRED ITEMS FOR A
DOOR HINGES: STANLEY, 1592 BUTTON TP, STEEL, 2-3/4"; SATIN CHROME (260); TWO PER DOOR, NUMBER OF DOORS PER ELEVATION CHAIR HEIGHT; TOILET SEAT AND LID: KOHLER, MODEL #K-7671-0 CACHET QUIET CLOSE, WHITE, ELONGATED, LID & SEAT PACKAGE: ALSO NEW:
SHELF SUPPORT SYSTEM: PLASTER STANDARDS & SUPPORTS: KNAPE & VOGT 255 L (STANDARDS) AND KNAPE & VOGT 256 (SUPPORTS): AL; FOR ALL SHELVES SHOWN ON ELEVATION 10l TOLET ALL APPLIABLE FIFE, FITTINGS, ETC. FOR A FULLY FUNCTIONING TOLET.
PAPER TOWEL
TOW DISPENSER BOBRICK CLASSICSERIES VERTICAL FOLDER PAPER TOWEL DISPENSER W/TUMBLER LOCK, STAINLESS, MODEL #B-262
RHEEM, PERFORMANCE PLATINUM 9.5 GPM LIQUID PROPANE HIGH EFFICIENCY INDOOR TANKLESS WATER HEATER, MODEL #ECOH200DVLP-2;
TANKLESS WATER  |ACCESSORIES FOR WATER HEATER: ALL PIPING, VENTS, CONNECTIONS, ETC. PER MANUFACTURER'S SPECIFICATIONS FOR A FULLY FUNCTIONING
WH HEATER HOT WATER HEATING SY STEM.
NOTE:

CONTRACTOR TO FURNISH AND INSTALL ALL EQUIPMENT LISTED ABOVE.
VERIFY EXACT LOCATION W/ OWNER.

DOOR HARDWARE SCHEDULE

HARDWARE GROUP 1 (MAIN ENTRY DOOR):

THRESHOLD: ASSA ABLOY GROUP, PEMKO COMMERCIA L THRESHOLDS, SADDLE, 5" WX 1/4" T, SATIN NICKEL OR SIMILAR
DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOP, SATIN NICKEL

DOOR LOCK: REUSE EXISTING KEY PAD AND LEVER

HINGES: HAGER COMPANIES, BB1279 FIVE KNUCKLE, BALL BEARING, STANDARD WHGHT, SATIN CHROME OR SIMILAR

HARDWARE GROUP 2 (FIRE RATED INTERIOR APPARATUS BAY DOORS):

THRESHOLD: ASSA ABLOY GROUP, PEMKO COMMERCIAL THRESHOLDS, SADDLE, 5" W X 1/4" T, SATIN NICKEL

DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOP, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO ENTRY DOOR HANDLE, SATIN NICKEL; NO DEAD BOLT

HINGES, SELF CLOSING: STANLEY, SELF CLOSING HINGES, RD2068R SERIES, 4" CORNER MORTISE DOOR HINGES; SATIN CHROME

HARDWARE GROUP 3 (FIRE RATED INTERIOR DOORS):

SEAL ON BOTTOM OF DOOR: AS APPROPRIATE FOR FIRE RATING

DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOPR, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO PRIVACY DOOR HANDLE, SATIN NICKEL

HINGES, SELF CLOSING: STANLEY, SELF CLOSING HINGES, RD2068R SERIES, 4" CORNER MORTISE DOOR HINGES; SATIN CHROME

HARDWARE GROUP 4 (STANDARD PROJECT HARDWARE):

THRESHOLD: IF CALLED OUT IN SCHEDULE, TO BE COMPATABLE WITH SPECIFIED LVT (COREtec ADVANCED +, VV674-06009 TELFORD PINE); PROFILE AS APPROPRIATE FOR EACH TRANSITION. SEE FINISH SCHEDULE FOR MORE INFORMATION.
DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOPR, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO PRIVACY DOOR HANDLE, SATIN NICKEL

HINGES: HAGER COMPANIES, BB1279 FIVE KNUCKLE, BALL BEARING, STANDARD WHGHT, SATIN CHROME

HARDWARE GROUP 5 (MODIFIED STANDARD PROJECT HARDWARE):

THRESHOLD: IF CALLED OUT IN SCHEDULE, TO BE COMPATABLE WITH SPECIFIED LV T (COREtec ADVANCED +, VV674-06009 TELFORD PINE); PROFILEAS APPROPRIATE FOR EACH TRANSITION. SEE FINISH SCHEDULE FOR MORE INFORMATION.
DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOP, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO PASSAGE-HALL DOOR HANDLE, SATIN NICKEL

HINGES: HAGER COMPANIES, BB1279 FIVE KNUCKLE, BALL BEARING, STANDARD WHGHT, SATIN CHROME

HARDWARE GROUP 6 (TO SLEEPING AREAS):

THRESHOLD: IF CALLED OUT IN SCHEDULE, TO BE COMPATABLE WITH SPECIFIED LV T (COREtec ADVANCED +, VV674-06009 TELFORD PINE); PROFILEAS APPROPRIATE FOR EACH TRANSITION. SEE FINISH SCHEDULE FOR MORE INFORMATION.
DOOR STOP: DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOPR, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO PRIVACY DOOR HANDLE, SATIN NICKEL

HINGES, SELF CLOSING: STANLEY, SELF CLOSING HINGES, RD2068R SERIES, 4" CORNER MORTISE DOOR HINGES; SATIN CHROME

HARDWARE GROUP 7 (CLOSET DOORS):

THRESHOLD: NONE

DOOR STOP: BALDWIN SOLID BRASS ADJUSTABLE BALL CATCH WITH 1" X 2-1/8" STRIKE, MODEL #0425056, SATIN NICKEL, ONE SET FOR EACH DOOR
LEVER: SCHLAGE, SACRAMENTO FIXED PULL, SATIN NICKEL, ONE FOR EACH DOOR

HINGES: HAGER COMPANIES, BB1279 FIVE KNUCKLE, BALL BEARING, STANDARD WHGHT, SATIN CHROME, ONE SET FOR EACH DOOR

HARDWARE GROUP 8 (REAR EXT DOORS):
THRESHOLD: ASSA ABLOY GROUP, PEMKO COMMERCIAL THRESHOLDS, SADDLE, 5" W X 1/4" T, SATIN NICKEL
DOOR STOP. DELTANA, MODEL # FDB278U15, 2-7/8" TALL GOOSENECK FLOOR DOOR STOP, SATIN NICKEL

LEVER: SCHLAGE, SACRAMENTO ENTRY DOOR HANDLE WITH DEAD BOLT, SATIN NICKEL
HINGES, SELF CLOSING: STANLEY, SELF CLOSING HINGES, RD2068R SERIES, 4" CORNER MORTISE DOOR HINGES; SATIN CHROME
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GENERAL FLOOR/FINISH NOTES

A) CONTRACTOR SHALL VERIFY THAT THE SUB-FLOOR THROUGHOUT THE
SPACE IS IN SUITABLE CONDITION TO RECEIVE FLOOR FINISHES AS SPECIFIED
PER PLAN PRIOR TO INSTALLATION THEREOF.

B) ALL FINISH FLOORING SHALL BE INSTALLED LEVEL AND FLUSH BETWEEN

TRANSITIONS WITHOUT ABRUPT LEVEL CHANGES EXCEEDING 1/4" IN HEIGHT.
PROVIDE APPROVED TRANSITION OR REDUCER STRIPS AS REQUIRED.

C) CONTRACTOR SHALL VERIFY WITH LANDLORD THE AVAILABILITY OF EXISTING
FLOORING MATERIALS PRIOR TO BID. NOTIFY ARCHITECT AND CLIENT IF
ALTERNATIVE FLOORING MATERIAL IS REQUIRED.

D) ALL FINISH FLOORING MATERIALS AND FINISHES SHALL MEET OR EXCEED ALL
MINIMUM REQUIRED SLIP COEFFICIENT RATINGS AND FLAME—-SPREAD RATINGS AS
MANDATORY BY LOCAL GOVERNING BUILDING AND SAFETY CODES.

E) CONTRACTOR SHALL COORDINATE WITH ALL TRADES AND MAINTAIN
CONSTRUCTION SCHEDULE AS REQUIRED. PROVIDE REASONABLE ACCOMMODATION
AND PRECAUTIONS TO PROTECT ALL FINISHES (INCLUDING, BUT NOT LIMITED TO
MALL AND ADJACENT TENANTS FINISHES) UPON INSTALLATION AND/OR
COMPLETION OF WORK UNTIL OFFICIAL TURNOVER OF COMPLETED STORE TO
CLIENT.

GENERAL PAINTING/FINISH NOTES

A) THE WORD "PAINT” AS USED HEREIN, MEANS COATING SYSTEMS MATERIALS
INCLUDING PRIMERS, EMULSIONS, EPOXY, ENAMELS, SEALERS, FILLERS,
URETHANES, AND OTHER APPLIED MATERIALS WHETHER USED AS PRIME,
INTERMEDIATE, OR FINISH COAT.

B) COLORS TO BE SELECTED BY THE ARCHITECT AND/OR OWNER PRIOR TO
COMMENCEMENT OF THE PAINTING WORK. REFER TO FINISH SCHEDULE FOR
ADDITIONAL INFORMATION. COLORS LISTED ON PAINT SCHEDULE ARE NOT
NECESSARILY THE STOCK COLORS AVAILABLE IN ANY ONE PARTICULAR
MANUFACTURER'S RANGE.

C) SUBMIT COLOR AND FINISH SAMPLES OF EACH COLOR AND PAINT FINISH,

SELECTED BY THE ARCHITECT AND/OR OWNER. PROVIDE (1) SAMPLE ON 8-1/2
INCH BY 11 INCH WHITE CARDSTOCK.

D) COMPLY WITH MANUFACTURER'S RECOMMENDATIONS FOR ENVIRONMENTAL
CONDITIONS UNDER WHICH COATINGS AND COATING SYSTEMS CAN BE APPLIED.

E) DO NOT APPLY FINISH IN AREAS WHERE DUST IS BEING GENERATED. ENSURE
ADEQUATE VENTILATION DURING ALL INTERIOR PAINTING. DO NOT APPLY PAINT
TO DAMP OR WET SURFACES.
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F) USE FACTORY MIXED MATERIALS UNLESS SPECIFICALLY APPROVED BY THE

MANUFACTURER, AND COMPLY WITH APPLICABLE FEDERAL AND/OR ASTM
SPECIFICATIONS.

G) ALL MATERIAL MUST COMPLY WITH CURRENT LOCAL AND GOVERNING AIR
POLLUTION CONTROL REGULATIONS FOR THE PROJECT SITE, SUCH AS EPA AND

STATE VOC (VOLATILE ORGANIC COMPOUND) CRITERIA, AND FEDERAL LEAD
CONTENT REQUIREMENTS.

H) BEFORE STARTING WORK, CAREFULLY EXAMINE SURFACES TO BE FINISHED
AND REPORT ANY WORK NOT CORRECTLY INSTALLED OR FINISHED, OR SO
FINISHED AS NOT TO GIVE DESIRED RESULTS. DO NOT APPLY FINISH UNTIL WORK
HAS BEEN PROPERLY PREPARED TO RECEIVE SAME.

1) ENSURE THAT ALL SURFACES ARE CLEAN, FREE FROM FOREIGN MATTER AND
DEFECTS OF ANY KIND; SMOOTHED FREE FROM DENTS, SCRATCHES, RAISED
GRAIN, OR BLEMISHES; DRIED COMPLETELY AND DUSTED.

J) CLOSETS, VESTIBULES, HALLS, RECESSED AREAS AND NICHES TO RECEIVE
SAME FINISHES AS NOTED FOR PRIMARY ADJOINING SPACE U.N.O.

NOTE:

ALL WALL AND GYP. BD. CEILING COLORS TO BE PT-1
UNLESS OTHERWISE NOTED AND INDICATED ON THE FINISH PLAN

FLOOR FINISH LEGEND

LUXURY VINYL PLANK:
CORETEC
ADVANCED + / VV674-06009 TELFORD PINE

CARPET TILE:
TARKETT TANDUS CENTIVA
AFTERMATH Il / MENAGERIE

SHEET VINYL:
TARKETT SHEET VINYL
IQ GRANIT / 446 TAFT

EXPOSED SEALED CONCRETE
(ADD ALTERNATE #1)
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COMPRESSION STRUT @ 12

'—0” 0.C.

MAX., CRIMP BOTT. FLAT & SECURE

M.B., FOR BALANCE OF

MAIN RUNNER

CROSS RUNNER
12 GA SPLAY WIRE BRACING

NOTE:

PLANE OF EACH RUNNER —
ANGLE @ 45 DEG (TYP) MIN
4 TIGHT TURNS IN 1 1/27
BOTH ENDS OF WIRE TYP

PROVIDE COMPRESSION STRUTS @ ALL T—BAR CEILINGS.

FILE/CSI NUMBER: 13A81

REVISION DATE:

03/22/00

TO MAIN RUNNER W/ 1 1/4" DIA.

REQUIREMENTS, REF. DETAIL @

IN
VERT

JOB NUMBER: XXXXX

LIGHT FIXTURE WITH (2) 12 GA
HANGER WIRES @ ALTERNATE
CORNERS TO THE STRUCTRURE

ABOVE, PROVIDE 4 ATTACHMENTS

PER FIXTURE TO GRID SYSTEM

AIR DIFFUSER WITH (2) 12 GA
HANGER WIRES @ ALTERNATE
CORNERS TO THE STRUCTURE
ABOVE

FILE/CSI NUMBER: 10A81

REVISION DATE:

AN

SCREWS, TYP

HEAVY-DUTY GRID

METAL SUSPENSION SYSTEMS FOR LAY IN PANEL CEILINGS

NOTE:

LIGHT FIXTURES OR DIFFUSERS
IN EXCESS OF 56 POUNDS
REQUIRE (4) 12 GA HANGER
WIRES

03/22/00

JOB NUMBER: XXXXX

SPLAY WIRE BRACING DET

B

FIXTURE BRACING Dt

10

12 GA. (MIN.) HANGER WIRES MAY BE USED FOR UP TO AND
INCLUDING 4'-0" X 4'—0" GRID SPACING ALONG MAIN RUNNERS.
SPLICES WILL NOT BE PERMITTED IN ANY HANGER WIRES.

PROVIDE 12 GA. HANGER WIRES AT THE ENDS OF ALL MAIN
AND CROSS RUNNERS WITHIN 8” FROM THE SUPPORT OR

WITHIN 1/4 OF THE LENGTH OF THE END TEE, WHICHEVER IS
LEAST, FOR THE PERIMETER OF THE CEILING AREA.

PROVIDE TRAPEZE OR OTHER SUPPLEMENTARY SUPPORT
MEMBERS AT OBSTRUCTIONS TO MAIN HANGER SPACING.
PROVIDE ADDITIONAL HANGERS, STRUTS OR BRACES AS
REQUIRED AT ALL CEILING BREAKS, SOFFITS, OR
DISCONTINUOUS AREAS. HANGER WIRES THAT ARE MORE
THAN 1IN 6 OUT OF PLUMB ARE TO HAVE COUNTER-SLOPING
WIRES.

CEILING GRID MEMBERS MAY BE ATTACHED TO NOT MORE

THAN 2 ADJACENT WALLS. CEILING GRID MEMBERS SHOULD

BE AT LEAST 1/2 INCH FREE OF OTHER WALLS. IF WALLS RUN
DIAGONALLY TO CEILING GRID SYSTEM RUNNERS, ONE END OF
MAIN AND CROSS RUNNER SHOULD BE FREE AND A MINIMUM
OF 1/2 INCH CLEAR OF WALL.

AT THE PERIMETER OF THE CEILING AREA WHERE MAIN OR
CROSS RUNNERS ARE NOT CONNECTED TO THE ADJACENT
WALL, PROVIDE INTERCONNECTION BETWEEN RUNNERS AT
THE FREE END TO PREVENT LATERAL SPREADING. A METAL
STRUT OR A 16 GA. WIRE WITH A POSITIVE MECHANICAL
CONNECTION TO THE RUNNER MAY BE USED. WHERE THE
PERPENDICULAR DISTANCE FROM THE WALL TO THE FIRST
PARALLEL RUNNER IS 12" OR LESS, THIS INTERLOCK IS NOT
REQUIRED.

3”:1’_0” 1/2":1,_0"
WOODFRAMING, SEE " 12 GA SPLAYED WIRE
STRUCTURAL DRAWINGS COMPRESSION STRUT = BRACE WTH MIN 1(41) -
REF/7137 15
FACE OF WALL
(2) #12 SCREWS NN
R-19 BATT INSULATION “ <2 %%REA@VEB_TO’HAO%G%VR/ OR 1/4 OF THE LENGTH
Al MIN (3) TIGHT TURNS | 12 G?- HANGER WIRE, = | OF THE END RUNNER
STEEL STRAP 1" WIDE } IN 11/2 MIN. (3) TURNS IN 1-1/2"— WHICHEVER IS LESS
2" LONG X 12 GA. /
A .
i ° 4 SLOTTED ANGLE SPACER W/ 6d
S S Ny
> NS
HILTICLIPOREQUAL — | \>/\ ‘/////§ §</ \ 34
~ — |& \ N 4 /\' RUNNER
BRACE WIRE . MAX x\
(TEST FOR 440 LBS.) / \ / NS =]
LAY—IN ACOUSTICAL =
. |
- \\ /\ MAIN RUNNER PANEL
HANGER WIRE ~ ——— }/\. @ 4'—-0" OC
(TEST FOR 200 LBS.) § \\// CROSS RUNNER
2" MAX FROM BRACE WIRES ;
o " 2 WDE WALL CLOSURE ANGLE FASTENED TO
r 10 CROSS RUNNERS N ©2-0"0C FACH STUD W/ #8 SELF-TAPPING
o FH.SM. SCREWS'OR TO MASONRY
: OR CONCRETE WALL W/ 1/4" F.H.
e COMPRESSION STRUTS: STEEL SECTION WITH L/R RATIO OF 200 MAX., PHILLIPS R.H. SLEEVE ANCHORS
SECURE TO MAIN RUNNERS WITH 1/4” MB AND TO STRUCTURE WITH
SUSPENDED CEILING SYSTEM 3/16” DIA. POWDER—DRIVEN FASTENERS.
’ L = LENGTH OF COMPRESSION STRUT.
SEE REFLECTED CEILING PLAN R = RADIUS OF GYRATION OF COMPRESSION STRUT. RADIUS OF WALL STRUCTURE & FINISH,
GYRATION OF COMPRESSION STRUT MATERIAL MUST BE VERIFIED. Y
e COMPRESSION STRUT SHALL NOT REPLACE HANGER WIRE.
FILE/CSI NUMBER:  14A81 REVISION DATE:  02/26/05 JOB NUMBER: 0420800 FILE/CSI NUMBER:  11A81 REVISION DATE:  03/22/00 JOB NUMBER:  XXXXX FILE/CSI NUMBER:  D09500-00003 REVISION DATE:  06/05/00 JOB NUMBER: 8816000
HANGER WIRE CONNECTION | 1a-20-| ¥ [TYP GRID PLAN] seere | 1 [CEILING PERIMETER] + | 8

|

LI

D

|

2

b
|
| ,
|
|
I

‘ ”
: /AT 2 1/2" x 20 EA STRUT CUT

FLANGES

@ INNER STUD BEND @ WEB. SECURE
T0 BOTTOM FLANGE OF DECK PER NOTE

BELOW RUN OTHER STUD PAST
FLANGE AND SCREW AS SHOWN

CUT
TO INNER

PERIMETER STARTER

WALLS, REF
NG

4 EACH, 12 GA SPLAY
WIRES @ 12’—0" OC MAX

& 6'=0" MAX FROM WALLS,

FACE OF WALL

8" MAX

STUD REF /71 13\ OR 1/4 OF THE LENGTH
CRIMP TOP OF TUBING FLAT AND ATTACH & A 17\ ChJIANGER WRE, | 0 0 AHE, ERD RUNNER
i by N WITH (2) SHOT PINS. PER TYP. @ 2ND > '
oY s FLOOR. ATTACH W/ (2) #12 X 17 SMS. @ f
‘ BOTTOM FLANGE OF ROOF DECK. 1 COMPRESSION STRUT AT
" " 12’=0" OC MAX (6’—0" MAX
o 3/4" DIA. 14 GA. STL. TUBING OR 1" x FROM END OF RL(JNNER),
|| _ 14GASIL TUBING OR 11/2" x 14 GA : REE IOV 13V 150
S 32 SILTBING \AZA RUNNER
5> SECURE TUBE SECTIONS TOGETHER WITH = N AN
o Y % =& (2) SET SCREWS #12 I R S S S i V7 STRUT, REF LAYZIN ACOUSTICAL N -
2 o e — | [1/2" DIA 14 GA. STL. TUBING, CRIMP “ PANEL |
0 >=<| © OPPOSITE FREE WALLS |
s U 5 Z x | BOTIOM FLAT AND ATTACH TO MAN REF '
< o o % = | RUNNER WITH (2) #12 /
N L SHEET METAL SCREWS, (TYP.) PROVIDE 3/4 POP RIVET
I~ x 14 GA STL TUBING @ 1" STRUT, AND 1 |[ NoTE:
, 1/4” % 14 CA STL TUBING @ 1 1/2” 2" WIDE_WALL CLOSURE ANGLE FASTENED TO
- S4RUTX / REF NOTES ON DETAIL v FOR FIXTURE SUPPORT REQUIREMENTS. |_EAHCE MSTgBRMS#gRS%FEgAPWNG
\ ”» . . . . .
LINE OF 2 1/2" x 20 GA STRUT WHERE OR MASONRY WALLS W/ 1 49
> OCCURS F.H. PHILLIPS R.H. SLEEVE ANCHORS
= AT SPANS WHICH EXCEED 9'-11” POP—RIVET TO RUNNER
MR STUD T e i e 3T NOTE: THE CONPRESSION STRUT WALL STRUCTURE & FINISH
4 SHS @ 18" 0.C: ' ' B SHALL NOT TAKE THE PLACE OF A v Vs
OUTER STUD LHANGER WIRF
FILE/CSI NUMBER:  15A81 REVISION DATE: 5/29/01 JOB NUMBER: 0420800 FILE /CSI NUMBER: 12A81 REVISION DATE: 03/22/00 JOB NUMBER:  XXXXX FILE /CSI NUMBER: D09500-00006 REVISION DATE: 06/05/00 JOB NUMBER: 8816000
COMPRESSION STRUT DET| s | % [TYP QUSPENDED CEIL DET| (v | 12 |CHLING PERMETER - ATIACHED END| 5o | @

6.

10.

11.

12.

PROVIDE BRACING ASSEMBLIES CONSISTING OF A
COMPRESSION STRUT AND FOUR 12 GA. SPLAYED BRACING
WIRES ORIENTED 90° FROM EACH OTHER AT NOT MORE THAN

12'-0" X 12'=0" ON CENTER.

PROVIDE BRACING WIRES AT LOCATIONS NOT MORE THAN 6-0"
FROM EACH PERIMETER WALL AND AT THE EDGE OF
VERTICAL CEILING OFFSETS.

THE SLOPE OF THESE WIRES SHOULD NOT EXCEED 45° FROM
THE PLANE OF THE CEILING AND SHOULD BE TAUT WITHOUT
CAUSING THE CEILING TO LIFT. SPLICES IN BRACING WIRES

ARE NOT TO BE PERMITTED.

SUSPENDED ACOUSTICAL CEILING SYSTEMS WITH A CEILING
AREA OF 144 SQUARE FEET OR LESS, SURROUNDED BY
WALLS WHICH CONNECT DIRECTLY TO THE STRUCTURE
ABOVE, DO NOT REQUIRE BRACING ASSEMBLIES WHEN
ATTACHED TO TWO ADJACENT WALLS.

FASTEN HANGER WIRES WITH NOT LESS THAN 3 TIGHT TURNS.
FASTEN BRACING WIRES WITH 4 TIGHT TURNS. MAKE ALL
TIGHT TURNS WITHIN A DISTANCE OF 1-1/2". HANGER OR
BRACING WIRE ANCHORS TO THE STRUCTURE SHOULD BE
INSTALLED IN SUCH A MANNER THAT THE DIRECTION OF THE
WIRE ALIGNS AS CLOSELY AS POSSIBLE WITH THE DIRECTION
OF THE FORCES ACTING ON THE WIRE.

NOTE: WRE TURNS MADE BY MACHINE WHERE BOTH
STRANDS HAVE BEEN DEFORMED OR BENT IN WRAPPING CAN

WAIVE THE 1-1/2" REQUIREMENT, BUT THE NUMBER OF TURNS
SHOULD BE MAINTAINED, AND BE AS TIGHT AS POSSIBLE.

SEPARATE ALL CEILING HANGING AND BRACING WIRES AT
LEAST 6 INCHES FROM ALL UNBRACED DUCTS, PIPES,
CONDUIT, ETC. IT IS ACCEPTABLE TO ATTACH LIGHTWEIGHT
ITEMS, SUCH AS SINGLE ELECTRICAL CONDUIT NOT
EXCEEDING 3/4" NOMINAL DIAMETER, TO HANGER WIRES
USING CONNECTORS ACCEPTABLE TO APPROVING AGENCY.

HVAC DUCTWORK, ELECTRICAL DISTRIBUTION, TELEPHONE
SERVICES, COMPUTER CABLE DISTRIBUTION, AND OTHER
SERVICES NORMALLY FOUND IN A CEILING SPACE, SHALL BE
INDEPENDENTLY SUPPORTED AND APPROPRIATELY BRACED
TO ELIMINATE ANY LATERAL FORCE ON THE CEILING
MEMBRANE OR BRACING ELEMENTS.

WHEN DRILL—IN CONCRETE ANCHORS OR SHOT-IN ANCHORS
ARE USED IN REINFORCED CONCRETE FOR HANGER WIRES, 1
OUT OF 10 MUST BE FIELD TESTED FOR 200 POUNDS OF
TENSION.  WHEN DRILLED—IN CONCRETE ANCHORS ARE USED
FOR BRACING WIRES, 1 OUT OF 2 MUST BE FIELD TESTED FOR
440 LBS. OF TENSION. SHOT—IN ANCHORS IN CONCRETE ARE
NOT PERMITTED FOR BRACING WIRES. IF ANY SHOT-IN OR
DRILLED—IN ANCHOR FAILS, ALL ADJACENT ANCHORS MUST
BE TESTED. REFER ALSO TO TESTING REQUIREMENTS OF
CBC, SECTION 1923A.3.5.

ATTACH ALL LIGHT FIXTURES TO THE CEILING GRID RUNNERS
TO RESIST A HORIZONTAL FORCE EQUAL TO THE WEIGHT OF
THE FIXTURES.

ALL RECESSED LIGHTING FIXTURES HAVING A NOMINAL END
DIMENSION OF 24" OR GREATER, SHALL BE POSITIVELY
ATTACHED TO THE CEILING GRID RUNNER(S) AT THE END OF
THE FIXTURE WITH TWO #8 SELF TAPPING TEK SCREWS, EACH
SCREW SHALL BE LOCATED WITHIN 3" OF THE SIDE OF THE
FIXTURE AND ATTACHED THROUGH THE BULB OF THE CEILING
GRID RUNNER(S). LIGHT FIXTURES HAVING LESS THAN A
NOMINAL 24" END DIMENSION SHALL BE ATTACHED WITH ONE
#8 SELF TAPPING TEK SCREW AT THE CENTER OF EACH END
OF THE FIXTURE, ATTACHED TO THE BULB OF THE CEILING
GRID RUNNER(S). ALL ATTACHMENTS SHALL BE CAPABLE OF
LATERALLY SUPPORTING THE WEIGHT OF THE FIXTURE. ALL
FIXTURES REGARDLESS OF WEIGHT OR SIZE SHALL HAVE
INTERLOCKING CEILING GRID RUNNER(S) ON ALL 4 SIDES OF
THE FIXTURE.

CEILING—MOUNTED AIR TERMINALS OR SERVICES SHALL BE
POSITIVELY ATTACHED TO THE CEILING SUSPENSION MAIN
RUNNERS OR TO CROSS RUNNERS WITH THE SAME CARRYING
CAPACITY AS THE MAIN RUNNER.

AIR TERMINALS WITH A NOMINAL DIMENSION OF 24" OR LESS
SHALL BE POSITIVELY ATTACHED TO THE CEILING GRID
RUNNER(S) ON AT LEAST TWO OPPOSING SIDES WITH ONE #8
SELF TAPPING TEK SCREW ON EACH SIDE. EACH SCREW
SHALL BE LOCATED IN THE CENTER OF THE AIR TERMINAL
AND SHALL BE ATTACHED THROUGH THE BULB OF THE

CEILING GIRD RUNNER(S). AIR TERMINALS IN EXCESS OF 24"
LENGTH SHALL BE ATTACHED WITH TWO #8 SELF TAPPING

TEK SCREWS ON EACH END OF DIFFUSER ATTACHED TO THE
BULB OF THE CEILING GRID RUNNER(S). ALL ATTACHMENTS
SHALL BE CAPABLE OF LATERALLY SUPPORTING THE WEIGHT
OF THE AIR TERMINAL. ALL AR TERMINALS REGARDLESS OF
WEIGHT OR SIZE SHALL HAVE INTERLOCKING CEILING GRID

RUNNER(S) ON ALL 4 SIDES OF THE AIR TERMINAL.

N

FLUSH OR RECESSED LIGHT FIXTURES AND AIR TERMINALS

OR SERVICES WEIGHING LESS THAN 56 LBS. MAY BE
SUPPORTED DIRECTLY ON THE RUNNERS OF A HEAVY DUTY
GRID SYSTEM BUT, IN ADDITION, THEY MUST HAVE A MINIMUM
OF TWO 12 GA. SLACK SAFETY WIRES ATTACHED TO THE
FIXTURE AT DIAGONAL CORNERS AND ANCHORED TO THE
STRUCTURE ABOVE. ALL 4'-0" X 4'-0" LIGHT FIXTURES MUST
HAVE SLACK SAFETY WIRES AT EACH CORNER.

ALL FLUSH OR RECESSED LIGHT FIXTURES AND AIR
TERMINALS OR SERVICES WEIGHING 56 POUNDS OR MORE
MUST BE INDEPENDENTLY SUPPORTED BY NOT LESS THAN 4
TAUT 12 GA. WIRES EACH ATTACHED TO THE FIXTURE AND TO
THE STRUCTURE ABOVE REGARDLESS OF THE TYPE OF
CEILING GRID SYSTEM USED.

THE 4 TAUT 12 GA. WIRES INCLUDING THEIR ATTACHMENT TO
THE STRUCTURE ABOVE MUST BE CAPABLE OF SUPPORTING
4 TIMES THE WEIGHT OF THE UNIT.

13.

14.

15.

16.

17.

18.

19.

ALL FIXTURES AND AIR TERMINALS OR SERVICES SUPPORTED
ON INTERMEDIATE DUTY GRID SYSTEMS MUST BE
INDEPENDENTLY SUPPORTED BY NOT LESS THAN 4 TAUT

12 GA. WIRES EACH ATTACHED TO THE FIXTURE OR TERMINAL
AND TO THE STRUCTURE ABOVE.

SUPPORT SURFACE MOUNTED LIGHT FIXTURES BY AT LEAST
TWO POSITIVE DEVICES WHICH SURROUND THE CEILING
RUNNER AND WHICH ARE EACH SUPPORTED FROM THE
STRUCTURE ABOVE BY A 12 GA. WIRE. SPRING CLIPS OR
CLAMPS THAT CONNECT ONLY TO THE RUNNER ARE NOT
ACCEPTABLE.

PROVIDE ADDITIONAL SUPPORTS WHEN LIGHT FIXTURES ARE
8 FEET OR LONGER.

SUPPORT PENDANT MOUNTED LIGHT FIXTURES DIRECTLY

FROM THE STRUCTURE ABOVE WITH HANGER WIRES OR

CABLES PASSING THROUGH EACH PENDANT HANGER AND
CAPABLE OF SUPPORTING 4 TIMES THE WEIGHT OF THE
FIXTURE. A BRACING ASSEMBLY, AS DESCRIBED IN NOTE 6 OF
THESE SUSPENSION SYSTEM NOTES, SHALL BE REQUIRED
WHERE THE PENDANT HANGER PENETRATES THE CEILING.
SPECIAL DETAILS ARE REQUIRED TO ATTACH THE PENDANT
HANGER TO THE BRACING ASSEMBLY TO TRANSMIT
HORIZONTAL FORCES.

METAL PANELS AND PANELS WEIGHING MORE THAN 1/2 PSF,
OTHER THAN ACOUSTICAL TILE, ARE TO BE POSITIVELY
ATTACHED TO THE CEILING SUSPENSION RUNNERS.

WHERE GYPSUM BOARD OR OTHER CEILING FINISHES ARE
ATTACHED TO THE BUILDING FLOOR OR ROOF FRAMING,
SPECIAL DETAILS WILL BE REQUIRED FOR THE VERTICAL
HANGER WIRE AND LATERAL BRACING WIRE SUPPORT
CONNECTIONS TO THE FRAMING.

WHEN THERE IS REUSE OF EXISTING CEILING HANGER WIRES
AND SPLAY WIRES, THE GAUGE AND SPACING OF THE WIRES
MUST COMPLY WITH CURRENT APPLICABLE CODES. ALL
EXISTING CEILING HANGER WIRES MUST BE TESTED TO 200

A. ALL NEW WIRES, AFTER BEING SPLICED TO THE
EXISTING WIRES, MUST BE FIELD TESTED AS STATED
ABOVE.

B. ALL FIELD TESTS MUST BE PERFORMED IN THE
PRESENCE OF THE PROJECT INSPECTOR.

CLASSIFICATION OF CEILING GRID IS HEAVY DUTY.
COMPONENTS SHALL COMPLY WITH THE FOLLOWING

SCHEDULE:

MAIN CROSS DSA/SSS
MANUFACTURER RUNNER RUNNER APPRV. NO  ESR NO.
ARMSTRONG 7301 7340(1) PA-041 ESR-1308
CHICAGO METALLIC 200 1204(2) PA-026 ESR-2282, 2631
DONN CORPORATION DX26 DX424(3)  PA-030 ESR-1222
FOOTNOTES:
(1) FOR GRID USE 7324

2 X2
FOR 2 X 2 GRID USE 1226
FOR 2 X 2 GRID USE DX216

20. ANCHORS FOR WALL ANGLES:

21.

A. AT WOOD STUD WALL: 4D COMMON NAIL @ 16" OC.

B. AT METAL STUD WALL: 1-1/8" TYPE "S” BUGLE HEAD
DRYWALL SCREW AT 16" OC.

C. AT MASONRY WALL: 1/4" DIA. X 1-1/2" LONG TAPCON
ANCHOR SCREW @ 16" OC. ICBO NO. 3370.

SUSPENDED CEILINGS ARE TO BE INSTALLED TO ASTM STANDARDS

ASTM C 635 and ASTM C 636 (CBC SECTION 803.11) and THE CISCA
GUIDELINES FOR SEISMIS RESTRAINT FOR THE DIRECT-HUNG SUSPENDED
CEILING ASSEMBLIES FOR SEISMIC ZONE ‘D’ AS MODIFIED BY THE FOLLOWING:

A. A HEAVY-DUTY T-GRID SYSTEM SHALL BE USED

B. THE WIDTH OF THE PERIMETER SUPPORTING ANGLE SHALL BE NOT LESS
THAN 2°. IN EACH ORTHAGONAL HORIZONTAL DIRECTION, ONE END
OF THE CEILING GRID SHALL BE ATTACHED TO THE CLOSURE ANGLE.
THE OTHER END IN EACH HORIZONTAL DIRECTION SHALL HAVE A 0.75 IN.
CLEARANCE FROM THE WALL and SHALL REST UPON and BE FREE TO
SLIDE ON A CLOSURE ANGLE.

C. CEILING AREAS EXCEEDING_ 1,000 S.F. SHALL HAVE HORIZONTAL RESTRAINT
OF THE CEILING TO THE STRUCTURAL SYSTEM.

D. CEILINGS EXCEEDING 2,500 S.F. SHALL HAVE A SEISMIC SEPARATION OR A
FULL-HEIGHT PARTITION THAT BREAKS THE CEILING UP INTO AREAS NOT
EXCEEDING 2,500 S.F. UNLESS STRUCTURAL ANALYSIS ARE PERFORMED
OF THE CEILING BRACING SYSTEM FOR THE PRESCRIBED SEISMIC FORCES
THAT DEMONSTRATE CEILING SYSTEM PENETRATIONS and CLOSURE ANGLES
PROVIDE SUFFICIENT CLEARANCE TO ACCOMMODATE THE ANTICIPATD LATERAL
DISPLACEMENT. EACH AREA SHALL BE PROVIDED WITH CLOSURE ANGLES
IN ACCORDANCE WITH NOTE '‘B° ABOVE AND HORIZONTAL RESTRAINTS OR
BRACING IN ACCORDANCE WITH THESE REQUIREMENTS.

E. SPRINKLER HEADS and OTHER PENETRATIONS SHALL HAVE A 2" OVERSIZED
RING, SLEEVE OR ADAPTER THROUGH THE CEILING TILE TO ALLOW FOR
FREE MOVEMENT OF AT LEAST 1 INCH IN ALL HORIZONTAL DIRECTIONS.
ALTERNATELY, A SWING JOINT THAT CAN ACCOMMODATE 1 INCH IN ALL
DIRECTIONS IS PERMITTED TO BE PROVIDED AT THE TOP OF THE SPRINKLER
HEAD EXTENSION.

F. PROVIDE POSITIVE CEILING BRACING at ANY CHANGES IN CEILING ELEVATION.

G. CABLE TRAYS and ELECTRICAL CONDUITS MUST BE SUPPORTED INDEPENDENTLY
OF THE CEILING.
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J OHN KRISTEDUJA

FIRE RATING
STUD | WALL _
SIZE | THK (CBC/UL/LISTING) REMARKS \éVtP NIERIOR EEND SILL
O HR 1 HR 2 HR 2 AT ends DOOR, SEE
R s 43/ SRR cuzng per scren.——— il DOOR SCHED
6 6 3/4 (CBC 14-1.3) - /\/ AR C H I T E cCc T
(UL 305) 1%4 WINDOW TRIM %/m IJ1 DOOR JAMB
| | 5/8" THK GYP BD BS — FIRE 8 81/ (CBC 14-1.3) d / 5/8" GYP BD EA SIDE
/ I\R/IQTEA% /?QSEQRS:QB% Eé(Y:H?:%HED— (UL 305) Z s — ARCHITECTURE m PLANNING
— } = HEADER / STUDS PER 6288 BUTTERFIELD WAY
~—— SOUND INSUL-REF SCHED FOR SHT. MTL. FLASHING ; = FIN FLR MAT - PLAN
| REQUIREMENT EXT — SEE FIN SCHED N e oan PLACERVILLE, CA 95667
| Pt HARDIE=PLANK o~ 916) 933-7633 T
CEMENTITIOUS HORIZ. - ] L Eglag 933-7650 F
—— 2X WD STUD FR-REF ,\CALF%DDEI\IE%UTREIHSELATLSL PER W 7 S — QN ‘ CASING RETAINER CLIP
| Sehane o M PRECAST STONE ; | KNOCK DOV (KD) FRAVE
VENEER CAP S g
/ s PLAN INDICATION REMARKS SCHEDULE A A PR MOLDED SCHEDULED DOOR
CULTURED STONE \ EXPANSION JT, .
| | b2 % T OUND INRUE VENEER OVER SETTING < ﬂLL/‘* TYP @ EXT CONDITION ARCHITECT'S STAMP
NON RATED ' BED OVER SCRATCH . » .
—— C. MR GYP B0 COAT OVER ML, [ATH | ; SLAB EDGE S AR
B WATERPROOF VENBRANE o : PER MANUF.
| FACE OF FRAME
1/2" PLYWD. SHT'G
NOTES: | o
1. REF FIN SCHED FOR FIN 8€E§ WEALLEXFTURVFGK\IL(E | o,?,
2. STUDS SPACED 16” OC ASSEME}L ' "u,,“{ NG
FILE/CSI NUMBER:  D09051-00001 REVISION DATE:  11/12/02 0B NUMBER: 8816000 3 ALL WALLS FULL HGT b3 OPT'ONAL CHARACTER FILE/CSI NUMBER: D08100-00003 REVISION DATE: 06/01/00 JOB NUMBER: 8816000 FILE /CSI NUMBER: D08700-0005 REVISION DATE: 06/29/00 JOB NUMBER: 8816000 FILE /CSI NUMBER: D08100—-00003 REVISION DATE: 06/01,/00 JOB NUMBER: 8816000 I“\“““\\\\\\
WALL TYPE A e LIOWINDOW  SILL 7| THRESHOLD INT DOOR HEAD / JAMB sop |1 [
J CONCRETE BLOCK WALL | oA / i m TYP. EAT. WAL ASSEMBLY - 'L /\/
PLYWHOOD BACKING VENEER Ve SETTNG || | Z  OMU WALL PER PLAN
CASEWORK BED OVER SCRATCH | CEMENTITIOUS PLANK FAPCON. SCREWS OR
%l(\l)éTZO\{/E$EF¥STLOFLATH B SIDING POWDER ACTUATED
- WD STUD FRAMING WATERPROOF MEMBRANE i FQE\RTAEENERS FOR SUB PROJECT NAME
Z == | 1/2" PLYWD, SHT'G /\ TIMELY 'C’ SERIES
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g PLUMBING LEGEND
SYMBOL DESCRIPTION
SOIL, WASTE OR SANITARY SEWER BELOW GRADE OR SLAB
GU GREASE WASTE BELOW GRADE
Al ACID WASTE
S0IL, WASTE OR SANITARY SEWER ABOVE GRADE OR SLAB
—————— VENT PIPING
- COLD WATER PIPING
-- HOT WATER PIPING
--- HOT WATER RETURN PIPING
T TEMPERED WATER PIPING
F FILTERED WATER PIPING
G GAS PIPING - PRESSURE NOTED
CA COMPRESSED AIR PIPING
FS FIRE SPRINKLER PIPING
ép STORM DRAIN PIPING
P¢TR —— PRESSURE AND TEMPERATURE RELIEF PIPING
cD CONDENSATE DRAIN PIPING
— XK — XK —K— EXISTING PIPING OR FIXTURE TO BE REMOYVED OR ABANDONED IN PLACE
1|1 UNION
—pk— <k S0V SHUT OFF VALVE

GATE VALVE
GATE VALVE N VALVE BOX

—N— 4% CHECK VALVE - DIRECTION OF FLOW INDICATED
—O— BY BALL VALVE
NS AUTOMATIC GAS SHUT-OFF VALVE
lé& PETRY PRESSURE AND TEMPERATURE RELIEF VALVE
—OPYGCO, FCO | GRADE CLEAN OUT, FLOOR CLEAN ouT
— CO,WCO | CLEANOUT, WALL CLEANOUT
—0 FLOOR DRAIN
— rs FLOOR SINK
——+ HB HOSE BIRB
—+— +4— Poc POINT OF CONNECTION
POD POINT OF DISCONNECT
E. INVERT ELEVATION
FF. FINISHED FLOOR
FT PER FOOT
UsUF LG UNDER SLAB, UNDER FLOOR, UNDERGROUND
FA TA FROM ABOVE, TO ABOVE
FB, TB FROM BELOW, TO BELOW
P, TYPICAL
(N) NEW
(E), EXISTING EXISTING TO BE FIELD VERIFIED BY CONTRACTOR
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINISHED GRADE
ABC ABOVE CEILING
cl CAST IRON
VCP VITRIFIED CLAY PIPE
V, YR, VTR VENT, VENT RISER, VENT THRU ROOF
W, Wp WASTE, WASTE DROP
HW, HUD, HUR, HW(R) | HOT WATER, HOT WATER DROP, HOT WATER RISER, HOT WATER RETURN
CU, CWD, CUR COLD WATER, COLD WATER DROP, COLD WATER RISER
REF REFERENCE
RIC ROUGH-IN ¢ CONNECT
Qc QUICK CONNECT (AIR)
RD ROOF DRAIN
oD OVERFLOW DRAIN
DL TOTAL DEVELOPED LENGTH
SAD SEE ARCHITECTURAL DRAWINGS
sCD SEE ClvIL DRAWINGS
NIPC NOT IN PLUMBING CONTRACT
BV/VB BALL VALVE IN VALVE BOX

GENERAL PLUMBING NOTES

ALL EQUIPMENT AND MATERIALS USED SHALL BE NEW AND SHALL
BE EQUAL IN QUALITY, TYFE, CAPACITY AND ACCESSORIES TO THE
EQUIPMENT NOTED ON THE DRAWNGS. ADJUSTMENTS TO
CONSTRUCTION AND ACCESSORIES ON SUBSTITUTED EQUIPMENT
MAY BE REQUIRED TO ACHIEVE THIS EQUALITY, AND SHALL BE
INCLUDED AT NO EXTRA COST TO THE OUNER. MAKE ANY CHANGES
IN PIPING, FRAMING, ETC., AS REQUIRED TO ACCOMMODATE
SUBSTITUTED EQUIPMENT.

INSTALL ALL EQUIPMENT AND MATERIALS AND PERFORM ALL WORK
IN ACCORDANCE WITH ALL APPLICABLE CODES. APPLICABLE
CODES SHALL INCLUDE, BUT NOT BE LIMITED TO THE 2219
CALIFORNIA MECHANICAL CODE, 2213 CALIFORNIA PLUMBING CODE,
2013 CALIFORNIA CODE OF REGULATIONS (CCR), 2013 CALIFORNIA
FIRE CODE AND 2213 TITLE 24 ENERGY EFFICIENCY STANDARDS.
WHERE HEAVIER GAGES OF MATERIAL, LARGER SIZES OR MORE
STRINGENT REQUIREMENTS THAN THE CODES ARE REQUIRED BY
THE CONTRACT DOCUMENTS, SUCH INCREASED REQUIREMENTS
SHALL APPLY.

PIPING MATERIALS SHALL BE AS FOLLOWS:

STORM, WASTE AND VENT SHALL BE SCHEDULE 49 PYC.
POLYVINYL CHLORIDE (PYC) PLASTIC PIPE. ALL

PIPE, COUPLINGS AND FITTINGS SHALL BE MANUFACTURED OF
MATERIAL CONFORMING TO ASTM D 1185. PLASTIC SOLVENT CEMENT
FOR PVC PLASTIC PIPE SHALL CONFORM TO ASTM D 2235.
(ALTERNATIVE (ABS BELOW SLAB, OR IN WALL))

WATER PIPE (HOT AND COLD WATER): TYFE L BELOW GRADE,
TYPE M ABOVE GRADE, COPFER TUBING, HARD -TEMPER, WITH
WROUGHT COPPER FITTINGS. SOLDERING / BRAZING MATERIAL
SHALL BE LEAD FREE, SILVER SOLDER BELOW GRADE, 35-5 OR
SIMILAR ABOVE GRADE. CAPPED OR FPLUGGED OUTLETS SHALL BE
SCHEDULE 42 SCREUWED BRASS. ELBOWS AT BRANCH OUTLETS
SHALL BE SCREUWED OUTLET, WITH EARS, FOR NAILING OR SCREWING
TO WALL BACKING.

PIPING AND EQUIPMENT ACCESSORIES SHALL BE AS FOLLOWS:

GENERAL PLUMBING NOTES (cont.)

1.

PROVIDE STOPS FOR ALL FIXTURES. STOPS SHALL HAVE THREADED INLETS,

SIMILAR TO SPEEDWAY SR 3712, STOPS WITH BRAZED (SOLDERED) OR

COMPRESSION INLET CONNECTIONS WILL NOT BE ALLOWED.

PROVIDE ELBOWS AT ALL PIPING PENETRATIONS OF WALLS TO STOPS.

ELBOWS SHALL HAVE NAILING EARS, AND SHALL BE SECURELY FASTENED o

TO THE STRUCTURE. NIPPLES THROUGH THE WALLS SHALL BE IPS WEIGHT

THREADED COPPER OR BRASS.

PROVIDE TRAPS FOR ALL FIXTURES. TRAPS FOR SINKS AND LAVATORYS
CHROME FPLATED HEAVY CAST BRASS WITH CLEANOUT AND |7 - GAUGE

SEAMLESS BRASS ADJUSTABLE WALL BEND SIMILAR TO MCQUIRE
¥8312C/8202 (OR EQUAL).

PROVIDE CHROME PLATED ESCUTCHEON PLATES ON ALL PIPES PASSING
THROUGH WALLS OR CEILINGS. ALL EXPOSED PIPING SHALL BE CHROME

PLATED.

PROVIDE PERMANENT CLEVIS TYPE OR LOOP HANGERS FOR PIFING AS
REQUIRED. WIRE, ROPE, WOOD BLOCKING OR PERFORATED METAL TAPE
WILL NOT BE ACCEPTED. PROVIDE PLASTIC WRAPFING OF PIPE WHERE
DISSIMILAR METALS OCCUR, SUCH AS BETWEEN COPPER AND IRON PIPING

AND SUPPORTS.

PROVIDE WRAP ON WASTE, HOT AND COLD WATER PIPING UNDER

ACCESSIBLE PLUMBING FIXTURES. WRAP SHALL BE McQUIRE #PW2IBOUC (OR

EQUAL) ONE-PIECE SEAMLESS ANTIMICROBIL.
HOT/COLD WATER SUPPLIES
CATHODIC PROTECTION:

WRAP ALL COPPER OR STEEL WATER PIPING UNDER FLOOR OR
BELOW GRADE WITH TWO LAYERS OF PABCO-WRAP, OR SIMILAR
MATERIALS, INCLUDING ALL JOINTS. GAS PIPING BELOW GRADE
SHALL BE WRAPFED AS DESCRIBED FOR WATER PIPING, OR, AT
CONTRACTOR'S OPTION, MAY HAVE EXTRU-COAT OR SIMILAR
COVERING. ALL FIELD JOINTS SHALL BE WRAPPED AS FOR BARE
PIPING JOINTS. PLACE EXTRU-COAT GAS PIPING IN A SAND OR
SIEVED EARTH BED, WITH SIMILAR COVERING TO A LEVEL OF 4"
ABOYE TOP OF PIPE.

WRAP WATER, WASTE AND GAS PIPING THROUGH THE FLOOR SLAB
WITH »" THICK THERMASEAL, 2" ABOVE AND BELOW THE 8LAB
SURFACES.

INSUL ATION:

WRAP ALL HOT WATER SUPPLY AND RETURN PIPING WITH I" THICK
THERMASEAL INSULATION OR EQUAL. TAPE ALL BUTTED JOINTS
WITH TAPE AS RECOMMENDED BY THE MANUFACTURER. USE
ENLARGED SECTIONS AT FITTINGS, WHERE REQUIRED, AND
MITERED JOINTS AT ELBOWS, ETC. YALVE AND FPUMP BODIES
NEED NOT BE INSULATED.

INSULATING KITS SHALL
INCLUDE COVERS FOR, DRAIN TAILPIECE, ALL P-TRAP COMPONENTS, AND

INSTALLATION:

INSTALL ALL PIPING IN ACCORDANCE WITH THE CALIFORNIA PLUMBING

CODE WITH THE STATE OF CALIFORNIA AMENDMENTS. SLOPE ALL
WASTE PIPING AS INDICATED ON THE DRAWINGS, AND ALL WATER
PIPING TO INSURE ELIMINATION OF AIR CAREFULLY GRADE ALL
WASTE PIPING TO ENSURE A UNIFORM SLOPE 1S ACHIEVED, WITHOUT
ANY DIPS OR HIGH POINTS IN THE PIPING.

CAREFULLY TRENCH FOR ALL UNDERGROUND PIPING, AYOID OTHER
UTILITIES, AND REPAIR ANYT DAMAGES TO SAME CAUSED BY THE
WORK OF THIS CONTRACT. PROVIDE PROPER SHORING FOR ALL
DEEP TRENCHES, AS REQUIRED BY THE SAFETY REGULATIONS OF
THE STATE OF CALIFORNIA, AND BY OSHA. PROVIDE ALL REQUIRED
BARRICADES, WARNING SIGNS, ETC. CAP ALL PIPING ENDS AT THE
CLOSE OF THE DAY'S WORK TO PREVENT ENTRY OF FOREIGN
MATERIALS. FLUSH PIPING OF ALL DEBRIS BEFORE CONNECTING TO
FIXTURES.

EMBED ALL UNDERGROUND PIPING, OTHER THAN GAS PIPING, IN
SIEVED EARTH FOR A DEPTH OF 4" ABOVE THE PIPE. SMOOTH THE
TRENCHING BELOW THE PIPING FREE FROM ANY ROCKS OR SIMILAR
OBSTRUCTIONS, AND PROVIDE SPACE FOR BELLS OR MECHANICAL
JOINTS FOR ALL WASTE PIPING. LATERALLY BRACE PIPING TO
PREVENT PIPE MOTION DURING BACK FILLING OPERATIONS.

PROVIDE SHOCK ABSORBERS AT HOT AND COLD WATER AT ALL
FIXTURES. ABSORBER SHALL BE A LINE SIZE PIPE RISER
CONNECTING TO A 12" HIGH CAPPED PIPE CHAMBER, SIZED ONE
SIZE LARGER THAN THE RISER. A SINGLE MECHANICAL SHOCK
ABSORBER MAY BE UTILIZED FOR A BATTERY OF FIXTURES,
PROVIDED THE ABSORBER [S SIZED FOR THE MAIN LINE SERVING
THE BATTERYT OF FIXTURES.

CHLORINATE ALL WATER PIPING FOR A PERIOD OF & HOURS, BY
CHARGING WITH A CHLORINE OR HYPO CHLORITE SOLUTION TO
ACHIEVE A 5 PPM STRENGTH AT THE FIXTURE FURTHEST FROM THE
POINT OF APPLICATION. UPON COMPLETION OF CHLORINATION,
FLUSH ALL PIPING UNTIL NO CHLORINE CAN BE DETECTED BY
TASTE.

AFTER CHLORINATION AND ALL TESTING HAS BEEN COMPLETED,
CLEAN ALL FIXTURE STRAINERS, AND SET WATER FLOWS FROM
FIXTURES IN ACCORDANCE WITH THE REQUIREMENTS OF T24, CCR.

TESTS:

TEST ALL GAS PIPING FOR A PERIOD NOT LESS THAN 5 MIN.

AT A PRESSURE OF NOT LESS THAN 12 PSIG, USING SOAP AND
WATER OR SIMILAR MATERIALS AT ALL JOINTS. WELDED GAS PIPING
SHALL BE TESTED e@ PSI FOR 22 MIN. PER CPC.

TEST ALL WASTE AND VENT PIPING FOR A PERIOD OF NOT LESS
THAN 2 HOURS BY CAPPING OR FPLUGGING ALL JOINTS TO A LEVEL
OF THE HIGHEST FIXTURE OR FITTING, FILLING THE SYSTEM WITH
WATER, AND OBSERVING FOR LEAKS. TEST UNDERGROUND SECTION
OF PIPE WITH A RISER TO ACHIEVE THE PRESSURE EQUIVALENT TO
THE HIGHEST FIXTURE OR FITTING.

TEST WATER PIPING AT 120 PSIG FOR A PERIOD OF EIGHT HOURS,
OBSERVING FOR ANY VISIBLE LEAKS. TEST PIPING AGAIN WITH
FIXTURES INSTALLED AT 62 PSIG.

REPAIR ANY LEAKS FOUND BY REMAKING THE JOINT. DO NOT USE
CAULKING OR SIMILAR METHODS TO CORRECT LEAKS. UPON
REPAIRING ANY LEAKS FOUND, AGAIN TEST THAT PORTION OF THE
SYSTEM AS DESCRIBED ABOVE.

PROVIDE $IX COPIES OF SUBMITTALS WITH MFR'S OPERATING AND
MAINTENANCE DATA FOR ALL ITEMS OF EQUIPMENT INSTALLED.
INDICATE THE EXACT MODEL(S) OF EQUIPMENT, WHERE THE
MANUFACTURER'S DATA INCLUDES MODELS OTHER THAN THOSE
INSTALLED. BIND THE INFORMATION IN 3 RING BINDERS, WITH
DIFFERENT TYPES OF EQUIPMENT INDEXED. PROVIDE A SHEET
INDICATING THE CONTRACTOR'S (AND SUBCONTRACTOR'S) NAMES,
ADDRESSES AND TELEPHONE NUMBERS. INCLUDE ALSO THE
PREFERRED SOURCES OF SPARE PARTS FOR THE EQUIPMENT
INSTALLED, INCLUDING ADDRESSES, TELEPHONE NUMBERS, ETC.

CONTRACTOR SHALL VERIFY ALL WORK CONDITIONS, PRIOR TO
COMMENCING WORK, INCLUDING, BUT NOT LIMITED TO: PIPING SIZES,
INVERT ELEVATIONS, POINTS OF CONNECTION, FIXTURES AND
EQUIPMENT, STRUCTURAL ELEMENTS AND MATERIALS INDICATED AS
EXISTING, AS WELL AS THE COORDINATED INSTALLATION OF ALL
NEW WORK, MATERIALS, EQUIPMENT, ETC. VERIFY THE LOCATION AND
REQUIRED PIPING CONNECTIONS OF ALL HVAC OR OTHER
MECHANICAL EQUIPMENT. NOTIFY ARCHITECT OF ANY
DISCREPANCIES PRIOR TO TRENCHING OR COMMENCING OTHER
WOoRK.

ROUTE CONDENSATE PIPING FROM EQUIPMENT TO NEAREST
APPROVED RECEPTOR ALL CONDENSATE STSTEMS SHALL
TERMINATE INTO THE STORM DRAINAGE STSTEM, UNLESS NOTED
OTHERWISE, AND SHALL OTHERWISE BE INSTALLED IN ACCORDANCE
WITH ALL APPLICABLE LOCAL AND STATE CODES. CONNECT TO
EQUIPMENT COMPLETE WITH VENTED P-TRAP.

MECHANICAL EQUIPMENT AND IDENTIFICATION TAGS SHOUN ON
DRAUWING ARE FOR THE COORDINATION OF UTILITIES ONLY, REFER
TO MECHANICAL DRAUINGS FOR EQUIPMENT SPECIFICATIONS.

PLUMBING SCHEDULE

SYMBOL

DESCRIPTION

PLUMBING CONTRACTOR SHALL FURNISH AND INSTALL FIXTURES IN THIS

SCHEDULE OR THEIR APPROVED EQUIVALENT. REFER TO

ARCHITECTURAL DRAWINGS FOR ALL MOUNTING HEIGHTS OF FIXTURES.

WATER CLOSET: REFER TO ARCH SHEETS.

LAVATORY: REFER TO ARCH SHEETS.

KITCHEN SINK: REFER TO ARCH SHEETS.

GARBAGE DISPOSER: REFER TO ARCH SHEETS.

MOP SINK: REFER TO ARCH SHEETS.

SHOWER: REFER TO ARCH SHEETS.

WASHING MACHINE BOX: GUY GRAY *B8B-200TS WALL-MOUNTED, WITH 24"
HIGH STANDPIPE, HOT AND COLD WATER CONNECTIONS WITH SHUT-OFF

VALVES. COORDINATE LOCATION WITH WASHING MACHINE.

TRENCH DRAIN: ZURN SERIES 7884, CAST REINFORCED FLASTIC,

INTERNALLY SLOPED, WITH HEAVY DUTY GRATE PLASTIC GRATE END |
CAPS AND DRAIN FITTINGS. SHALL HAVE A MINIMUM OF 1/4"PER FOOT |

SLOPE.

SAND-OIL INTERCEPTOR: JENSEN PRECAST * JFBOOEE, H-20 TRAFFIC
RATED COVERS, 4" INLET AND OUTLET, DOUBLE COMPARTMENT, 1002

GALLON CAPACITY.

\—ALT ADD *#

WATER AND WASTE SERVICE CALCULATIONS

JOB NAME: POLI OCK PINES FIRE STATION DATE: 06724722

HXTURE TYPE

NO. VWA STE COLDWATER HOT WATER TOTAL

WATER
TOTAL HJ TOTAL HJ TOTAL FU

CLOTHES WASHER

HITCHEN SINK (DOMESTIC)

2 1125 | 1125 | 1125 | 1125

-
&n

LAVATORY (SINGLE)

2 0.75 15 0.75 1.5

SERVICE SINK

HJ
3 3 3 3 3 3 4
2
1
3

3 225 2.25 225 225

TRENCH DRAIN

10 20 0 0 0

SHOWER

2 4 1.5 3 15

VWATER CLOSET, 1.28 TANK

25

WA

2 0 1

WA

(=T =T S T O I T R I T

[=10 =T = L =]

60 0 60

TOTAL HJ

Lo | o W eS| WM.

5
0
0
]

42.0 15.9

[£=]
-
=
w
=

RE AV

Qu

EQUIVALENT COLD WATER H.OW RATE (GPM): 14
ADDITIONAL DEMAND LOAD (GPM) 0

ELEVATION RISE (FT): 10
METER LOSS (PSI): 3
BACKFLOW PREVENTER LOSS (P5I): 10
ADDITIONAL LOSSES (P Sl): 0
EQUIVALENT PIPE LENGTH FROM METER TO MOST REMOTE HXTURE (FT): 150

T MAIN

4 PSILOSS

FRICTION LOSS PRESSURE AVAILABLE (PSI): 14.66
MAXIMUM ALL OVWABLE FRICTION LOSS (PSIM00 FT): 9.7
VWATER H.OW VELOCITY (HP S): 5.44
CALCULATED FRICTION HEAD LO 55 (PSIA00 FT): 6.49

MINIMUM REQUIRED "WATER® PIPE SIZE (INCHES): 1.0

MINIMUM REQUIRED "WASTE PIPE SIZE (INCHES): 4

(CALCULATION S PER THE UPCICPC)
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WATER PIPE SIZING CHART

D [0 | g g 1 1

PIPE SIZES CALCULATED BASED ON UPC/CPC APPENDIX A

DRAWN BY: JZ /MW

CHECKED BY: RH

SIZE: TYPE L COPPER

CW MAX FLOW CW FIXTURE UNIT VALUES HW MAX FLOW

HWFU

DATE: 05/13/2022 | scaie: NOTED

NOMINAL
DIAMETER

INTERNAL
DIAMETER

FLUSH TANK FLUSH GPM FPS

GPM FPS VALVE

HOT WATER

202103

PROJECT NUMBER:

3" 0.44

1.9 4.0 1 0 1.9 4.0

112" 0.545

3.3 4.6 3 0 33 4.6

34" 0.785

8.7 5.1 10 0 [ 5.0

1" 1.025

17.5 6.8 24 0 12.9 5.0

DRAWING NUMBER:
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INVESTIGATE CONDITION OF

EXISTING WASTE LINE. CLEAN.
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PLUMBING PLAN - WASTE & VENT

3II

MS-1

ADD ALT #

EQUIPMENT FURNISHED
BY OWNER

SCALE: 1/4’=10"
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PLUMBING PLAN - WATER
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EQUIPMENT FURNISHED

NUMBERED KEY NOTES:

(1) cuT EXISTING WATER LINE AT LOCATION SHOWN, CAP WATER TIGHT.
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GAS DEMAND SCHEDULE - LOW PRESSURE

WH-1 220200 BTUH
RTU W22 BTUH
RANGE 52000 BTUH
PRYER 35000 BTUH
TOTAL 38000 BTUH
SIZING PER:

2019 CPC, TABLE 1215.2(271)
PRESSURE: T-1I" WC
TDL: 8@ FEET

PROPANE GAS SIZING TABLE

BASED ON UPC/CPC TABLE 1215.2(27)
"wc PRESSURE
TOTAL PIPE LENGTH (FT)}= 80

PIPE 5IZE MAX. MBH (CFH)
112" 101
34" 212
1 e 400
(@

PLUMBING PLAN - GAS

LOW PRESSURE TOTAL 199,002 BTUH
EMERGENCT GEN. 300000 BTUH

TOTAL 432,000 BTUH

SIZING PER:

2013 CPC, TABLE 1215.2(24)
PRESSURE: 1@ S|

TDL: 8@ FEET

PROPANE GAS SIZING TABLE

BASED ON UPC/CPC TABLE 1215.2(24)
10 PSI PRESSURE
TOTAL PIPE LENGTH (FT}= 80

GAS DEMAND SCHEDULE - HIGH PRESSURE

(E) PROPANE TANK

NUMBERED KEY NOTES:

(1) DEMOLISH (E) RADIANT HEATER CUT AND CAP GAS LINE, ABANDON IN
PLACE.

(E) \" LPG DROP. CUT CONNECTION TO DEMOLISHED RANGE, MAKE
CONNECTION TO (N) GAS RANGE

@ DISCONNECT (E) GAS LINE TO DEMOLISHED WATER HEATER, RECONNECT
TO (N) WATER HEATER

EQUIPMENT FURNISHED BY OUNER, INCLUDING GAS DRYER

FIPE SIZE MAX. MBH (CFH) &
1/2" 1080
/4" 2260
(E) " HIGH PRESSURE LPG UG—
; 4250
(A}
300 MBH
(E) EMERGENCY GENERATOR
AND PRESSURE REGULATOR \
. 5 MBH ASSEMBLY
(E) GAS PRESSURE o
REGULATOR (E) " LPG —1 / (87 GIRIFROM UG
. e . e &
(E) %" LPG—b L (E) " HIGH PRESSURE LPG TIGHT ON WALL
o o
POC L' LPG 35 MBH
G

©5 MBH ﬁ\_

(E) RTU

| |
| |
| |
L 20 MBH

(E) " LPG TO (E) RTU

SCALE: 1/4’=10"

P2.2

=D

J OHN KRISTEDUJA

ARCHITECTURE m PLANNING
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(916) 933-7633 T
(916) 933-7650 F
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